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DRH-5DS 

5-Port 10/100Mbps

Dual Speed Hub

Benutzerhandbuch

FCC Warnung

Dieses Gerät hat in Tests die Grenzwerte eingehalten, die im Abschnitt 15 der FCC-Bestimmungen für digitale Geräte der Klasse B festgeschrieben sind. Diese Grenzwerte sehen für gewerbliche Installationen einen ausreichenden Schutz vor gesundheitsschädigenden Strahlen vor. Das Gerät erzeugt und verwendet hochfrequente Schwingungen und kann sie ausstrahlen. Wenn es nicht nach den Anweisungen des Herstellers aufgestellt und betrieben wird, können Störungen im Radioempfang auftreten. Wird dieses Gerät in Wohngebieten eingesetzt, kann es Störungen des Radioempfangs verursachen, die der Benutzer auf eigene Kosten beheben muß. 

CE Zeichen Warnung

Dies ist ein Klasse B Produkt. In einer Heiminstallation kann dieses Gerät Störungen des Radioempfangs verursachen, wogegen der Benutzer angemessene Maßnahmen ergreifen muß.

FCC Warnung
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0  Über dieses Handbuch

Dieses Handbuch erläutert, wie Sie Ihren 5-Port 10/100Mbps Dual Speed Hub installieren und benutzen.

Konventionen

In diesem Handbuch bezieht sich der Begriff Hub, sofern nichts anderes angegeben wurde, auf den 5-Port 10/100Mbps Dual Speed Hub, dem dieses Handbuch beigelegt wurde oder auf ein anderes Produkt aus derselben Familie. 

Überblick über dieses Benutzerhandbuch 

Kapitel 1, Fehler! Verweisquelle konnte nicht gefunden werden..  Bietet Informationen zu Fast EthernetXE "Fast Ethernet" Netzwerken und stellt die Leistungsmerkmale Ihres Hubs vor. 

Kapitel 2, Auspacken und Einrichten.  Hilft Ihnen beim einrichten des Hubs. 

· Kapitel 3, Anzeigen verstehen beschreibt alle LEDXE "LED" Anzeigen auf der Vorderseite des Hubs. Um den Hub effektiv nutzen zu können, müssen Sie alle Anzeigen verstehen. XE "Vorderseite". 

1  Kapitel 4, Making Connections.  Bietet Informationen zum Anschließen der Twisted-Pair-Ports und über eine Verbindung von Hubs untereinander. 

2  Anhang A, Cables und Connectors.  Gibt die Spezifikationen zu den Kabeln und Anschlüssen an, die für den Hub verwendet werden. 

Anhang B, Fehler! Verweisquelle konnte nicht gefunden werden..  Listet die SpezifikationenXE "Spezifikationen" des Hubs auf.
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3  Einführung

Dieses Kapitel stellt Ihnen den Hub vor und versorgt Sie mit Hintergrundinformationen über die Technologie, die der Hub verwendet. 

Produktbeschreibung

Dieser 5-Port 10/100Mbps Dual Speed Hub wurde so entwickelt, daß er eine leichte Integration in und eine einfache Migration zwischen 10Mbps Ethernet und 100Mbps Fast Ethernet Netzen ermöglicht. 

Dieser Hub kann sowohl mit IEEE 802.3XE "IEEE 802.3" 10BASE-TXE "10BASE-T" Anschlüssen als auch mit IEEE 802.3u 100BASE-TXXE "100BASE-TX" Anschlüssen zusammenarbeiten. Alle Twisted-Pair-Ports unterstützen NWay Autonegotiation, so daß der Hub die Geschwindigkeit aller Netzwerkverbindungen automatisch erkennen kann. Dies bedeutet, daß Sie alle Ihre Ethernet und Fast Ethernet Hosts an Ihren Hub anschließen können XE "Stapel", ohne daß Sie neue Kabel verwenden müssen, wenn ein Host von 10 Mbps auf 100 Mbps aufgestockt wird.

Dieser Hub, mit der eingebauten Umschaltfunktion, ermöglicht die Kommunikation zwischen Netzwerkendknoten, die mit unterschiedlichen Geschwindigkeiten arbeiten. 

Da sowohl die Standards für Ethernet als auch für Fast Ethernet Klasse II Repeater erfüllt werden, kann Ihr Hub auch mit einem ähnlichen Hub verbunden werden, wenn Sie das Netzwerk noch stärker erweitern möchten. Dieses Uplinkverbindung überträgt sowohl 10Mbps als auch 100Mbps Netzwerk Signale.

Produktmerkmale

Die unten stehende Liste beschreibt die Leistungsmerkmale und Spezifikationen Ihres Hubs: 

· Kompatibel zu den IEEE 802.3XE "IEEE 802.3" 10BASE-TXE "10BASE-T" Ethernet und 802.3u 100BASE-TXXE "100BASE-TX" Fast EthernetXE "Fast Ethernet" Industriestandards zur Kommunikation mit anderen Ethernet und Fast Ethernet Netzwerk Geräten.

· Ethernetanschlüsse unterstützen Kategorie 3 oder besser der Twisted-Pair-Kabel.

· Fast EthernetXE "Fast Ethernet" unterstützen sowohl Shielded Twisted-Pair und Kategorie 5XE "Kategorie 5" Unshielded Twisted-Pair-Kabel.

· Fast EthernetXE "Fast Ethernet" Anschlüsse unterstützen eine maximale Entfernung von 100 Metern zwischen Endstation und Hub und einen Gesamtnetzwerkdurchmesser von 205 Metern. 

Fünf 10/100Mbps NWay Ports pro Hub zum Anschließen der Stationen ans Netzwerk.  

Hubs mit eingebauter Umschaltfunktion übertragen Pakete automatisch zwischen 10Mbps Ethernet und 100Mbps Fast Ethernet Verbindungen. So daß Kommunikation zwischen Endknoten möglich wird, die mit verschiedenen Geschwindigkeiten arbeiten. 

LEDXE "LED" Anzeigen für StromversorgungXE "Strom", 10-Mbps KollisionXE "Kollision", 100-Mbps Kollision, Verbindungsgeschwindigkeit, Portstatus und Vollduplexstatus des Erweiterungsports. 

· UplinkXE "Uplink"-Buchse zum  einfachen Verbinden zweier Hubs zur Erweiterung des Netzwerks.

· Extra lange Uplinkfunktion, unterstützt 100Mbps Uplinkentfernung bis zu 100 Metern.

· Externer AC StromanschlußXE "Strom".
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5  Auspacken und Einrichten

Dieses Kapitel informiert über das Auspacken und die Erstinstallation Ihres Hub. XE "Installation" XE "Stapel".

Auspacken

Öffnen Sie den Versandkarton des Hub und packen Sie den Inhalt vorsichtig aus. Der Karton sollte folgendes enthalten: 

Ein 5-Port 10/100Mbps Dual Speed Hub

Einen AC StromanschlußXE "Strom" , der für die Stromversorgung in Ihrem Wohngebiet geeignet ist. 

Gummifuß

Dieses Benutzerhandbuch

Wurde ein Teil beschädigt oder fehlt es, wenden Sie sich mit diesem Problem bitte unverzüglich an Ihren Netzwerkhändler. 

Externe Bestandteile erkennen 

Dieser Abschnitt zeigt Ihnen alle wichtigen äußeren Bestandteile des Hub. Wir zeigen Ihnen Vorder- und Rückseite und beschreiben die jeweiligen Aufgaben. Die Anzeigen werden im nächsten Kapitel detailliert beschrieben. 

Vorderseite

Die folgende Abbildung zeigt die Vorderseite des Hubs. 

[image: image10.wmf]5-Port 10/100Mbps Dual Speed Hub

LEDXE "LED" Anzeigen

Im nächsten Kapitel, Understanding Indicators, finden Sie detaillierte Informationen zu den LED-Anzeigen jedes Hubs. XE "LED".

RückseitelXE "Rückseite"
[image: image3.wmf]
MDI-X Buchsen

Über diese Buchsen verbinden Sie Stationen mit dem Hub. Es handelt sich um MDI-X (Medium-Dependent Interface, Cross-wired) Buchsen, was bedeutet, daß Sie gewöhnliche, durchgehendeXE "durchgehende" Twisted-Pair-Kabel verwenden können. Um PCs und Server darüber an den Hub anzuschließen. Müssen Sie andere Geräte an eine MDI-X Buchse anschließen, zum Beispiel einen anderen Hub oder einen Ethernetswitch, sollten Sie ein CrossoverXE "Crossover" Kabel, verwenden oder die Verbindung über eine MDI-XXE "Uplink" Buchse (weiter unten beschrieben) herstellen. Weitere Informationen über Crossoververbindungen. 

Uplinkbuchse (MDI-II)

Über diese Buchse schließen Sie Stationen an Hubs an. Dies ist eine MDI-II (Medium-dependent Interface, straight-wired) Buchse ,XE "Uplink"XE "Uplink" was bedeutet, daß Sie den Hub über einen MDI‑X Port und ein gewöhnliches, durchgehendes Kabel XE "durchgehend" an ein Gerät anschließen können, so daß kein CrossoverXE "Crossover" Kabel erforderlich ist. 

Erweiterungsportswitch

Mit diesem Umschalter setzen Sie Port-1 auf “10/100M Dual Speed Mode” oder “Expansion Switch Mode”, genauere Informationen finden Sie in der folgenden Tabelle. 
[image: image11.wmf][image: image12.wmf]
10/100Mbps Dual Speed Modus
Erweiterungs- Switch Modus

10/100Mbps Dual Speed Autodetect
Ja
Ja

Interne 10/100Mbps bi-direktionale Datenübertragung
Ja
Nein

Uplink maximale Länge
5 Meter
100 Meter

Port-1mit Port-2.3.4.5 Datenübertragung
10Mbps/100Mbps
Nur 100Mbps 

XE "Strom"
DC Anschlußbuchse

Für das NetzteilXE "Strom".

Den Hub installieren
Installation

The site where you install the hub XE "stack"may greatly affect its performance. When installing, consider the following pointers:

Install the hub XE "stack" in a fairly cool und dry place. See Anhang B, Fehler! Verweisquelle konnte nicht gefunden werden., for the acceptable temperature und humidity operating ranges.

· Install the hub XE "stack"in a site free from strong electromagnetic field generators (such as motors), vibration, dust, und direct exposure to sunlight.

· Leave at least 10 cm of space at the front und rear of the hub for ventilation.

· Install the hub on a sturdy, level surface that can support its weight. XE "installation"When installing the hub XE "stack"on a level surface, attach the rubber feet to the bottom of each device. The rubber feet cushion the hub und protect the hub case from scratches.

Connecting the Power Adapter

Power is supplied to the 5-Port 10/100Mbps Dual Speed Hub through an AC power adapter.
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6  Understanding Indicators

Before connecting Netzwerk devices to the hub, take a few minutes to look over this section und familiarize you with the front panelXE "front panel" LEDXE "LED" indicators of your 5-Port 10/100Mbps Dual Speed hub, depicted below.

5-Port 10/100Mbps Dual Speed Hub

Hub State Indicators

· Power Indicator (PWR)

This indicator lights green when the hub is receiving powerXE "power", otherwise, it is off.

· Expansion switch port full duplex status (EXP-FDX)

This indicator green when the expansions switch port activeXE "power" on full duplex mode.

· 100M Collision (COL 100M)

This indicator indicates data collisionsXE "collisions" on the respective 100MbpsXE "100Mbps" Fast EthernetXE "Fast Ethernet" segments of the hub.  (If several hubs are linked together, all of them should detect und indicate the same collision, since collisions span the entire Netzwerk segment.)  Whenever a collision is detected, the respective 100 COL indicator will briefly blink amber.

· 10M Collision (COL 10M)

This indicator indicates data collisionsXE "collisions" on the respective 10MbpsXE "10Mbps" EthernetXE "Fast Ethernet" segments of the hub.  (If several hubs are linked together, all of them should detect und indicate the same collision, since collisions span the entire Netzwerk segment.)  Whenever a collision is detected, the respective 10 COL indicator will briefly blink amber.

Port State Indicators

There are two port stateXE "port state" indicators for each of the Twisted-Pair ports on the hub. Each port’s LEDXE "LED" status indicators report the port is working on 10Mbps mode or 100Mbps mode, und indicator for linkXE "link" or activity status.

The following describes each indicator und the meaning of each condition:

· 10M Link/Rx (Link/RX 100M)

This indicator green when the port is connected to a 10Mbps EthernetXE "Fast Ethernet" station XE "power", If the station to which the hub is connected is powered off, or if there is a problem with the linkXE "link", the LEDXE "LED" will remain off. Und the indicator blinking green when the data will be received to all other connected ports.

· 100M Link/Rx (Link/RX 10M)

This indicator green when the port is connected to a 100Mbps Fast EthernetXE "Fast Ethernet" station XE "power", If the station to which the hub is connected is powered off, or if there is a problem with the linkXE "link", the LEDXE "LED" will remain off. Und the indicator blinking green when the data will be received to all other connected ports. 
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7  Making Connections

This Kapitel discusses how to connect end nodes, und uplink two hubs together.

Connectivity Rules

Ethernet (10Mbps) Netzwerke have the following connectivity rules:

· The maximum length of a Twisted-Pair cable segment is 100 meters. Cabling should be Category 3 or better.

· Between any two end-stations in a collision domain, there may be up to five cable segments und four intermediate repeaters (hubs or other repeaters). Und be attention, you have to using 10Mbps Ethernet repeaters to connect in your Netzwerk segments to avoid the limitation of Fast Ethernet. Because if you haven’t use pure 10Mbps Ethernet repeaters in this Netzwerk segments then it would be under the rule of Fast Ethernet Standards in this 5-Port 10/100Mbps Dual Speed Hub products that you used now.
· If there has a path between any two end-stations, containing five segments und four repeaters, then at least two of the cable segments must be point-to-point linkXE "link" segments (e.g., 10BASE-TXE "10BASE-T" or 10BASE-FL). While the remaining segments may be populated segments (that is, they can be 10BASE‑2 or 10BASE-5 segments with end nodes attached).

Fast EthernetXE "Fast Ethernet" (100Mbps) Netzwerke have the following connectivity rules:

· The maximum length of a Twisted-Pair segment (that is, the distance between a port on the hub und an addressable Netzwerk device such as an end-station computer, server, or Fast Ethernet switch) is 100 meters. All cabling should be certified as Category 5XE "Category 5" or higher UTPXE "UTP" or equivalent (for example, Type 1 STPXE "STP" with RJ-45 plugs).

· The maximum diameter of a collision domain is 205 meters using two Class IIXE "Class II" hubs uplinked together.

· Between any two end-stations in a collision domain, there may be up to three cable segments und two Class IIXE "Class II" hubs.

Hub-to-end-node Connections

After the hub is properly installed, it can support up to five end-node connections.

Each Fast EthernetXE "Fast Ethernet" connection requires either a Category 5XE "Category 5" UTPXE "UTP" cable or a Type 1 STPXE "STP" cable. These cables can be up to 100 meters long.

Each Ethernet connection requires a Category 3 or better UTPXE "UTP" cable. It is recommended that you use Category 5XE "Category 5" cabling for all connections in order to make it easier to transit all stations to 100Mbps.

You can connect any combination of end-station computers, servers, und other addressable Netzwerk devices to the Twisted-Pair ports using straight-throughXE "straight-through" Twisted-Pair cables. Do not use crossover cables. The following figure illustrates the pin assignments for a straight-through cable:

[image: image4.wmf]
When connecting an end-station computer or a server, the system being connected should have an Ethernet or Fast EthernetXE "Fast Ethernet" Netzwerk interface card with a Twisted-Pair port. The following figure shows typical connections between the hub und end nodes:


UplinkXE "Uplink" Connection

You can “Uplink” two hubs to each other using either (a) any two numbered X-type jacks or (b) a numbered X-type jack und an UplinkXE "Uplink" jack. (In the discussion that follows, the word hub should be taken to mean a hub, in the same product family as your 5-Port 10/100Mbps Dual Speed Hub.)

Uplinking hubs using X-type jacks requires a crossoverXE "crossover" Twisted-Pair cable; uplinking hubs using an X-type jack und an Uplink jack requires an ordinary straight-throughXE "straight-through" Twisted-Pair cable. The Uplink und 1X jacks are wired to the same circuitry (they are just wired to it in different ways), so you must never use the 1X jack und the Uplink jack at the same time.

When you uplink two hubs together und the expansion function switch is setting to “Dual-speed” mode, the maximum distance between any two end-nodes in a collision domain is 205 meters. If both hubs have maximum-length (100-meter) connections to end nodes (even if there is only Ein such connection on each hub), the hub-to-hub uplink connection will be limited to 5 meters. However, if the longest hub-to-end-node connection is less than 100 meters, the uplink connection can be longer than 5 meters, provided that the 205-meter total Netzwerk diameter rule is followed. But if the expansion function switch is setting to “Expansion” mode, the hub-to-hub uplink connection maximum length up to 100-meter. Also, when the “Expansion” mode is enabled, you can uplink more than two hubs without Fast Ethernet Class II repeater count limitation. The 5-Port 10/100M Dual Speed Hub can expand the Netzwerk without additional Ethernet switch.

The following table describes different methods of linking hubs:

HUB PORT USED
DEVICE
PORT TYPE
CABLE TO USE

Normal 
Switch or Hub
Non-UplinkXE "Uplink"
Crossover (X)



UplinkXE "Uplink"
Straight-through (||)


Netzwerk end node
Straight-through (||)

UplinkXE "Uplink"
Switch or Hub 
Non-UplinkXE "Uplink"
Straight-through (||)



UplinkXE "Uplink"
Crossover (X)


Netzwerk end node
Crossover (X)

A crossoverXE "crossover" cable is a Twisted-Pair cable in which the wires have been crossed. The figure below shows the pin assignments for an Ethernet or Fast EthernetXE "Fast Ethernet" crossover cable:
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8  Cables und Connectors

100BASE-TXXE "100BASE-TX" Fast Ethernet Cables und Connectors

· Cable characteristics: Category 5XE "Category 5" unshielded Twisted-Pair or EIAXE "EIA"/TIA-568 compliant, 100-ohm shielded Twisted-Pair data cable with 0.4 to 0.6 mm (22 to 26 AWG) wires in two or four twisted pairs (only two pairs--that is, four wires--are used for 100BASE-TXXE "100BASE-TX").

· Maximum segment length:  100 meters

· Maximum Netzwerk diameter:  205 meters (without expansion function)

· Connectors:  RJ-45XE "RJ-45"
[image: image6.wmf]


Straight Twisted-Pair Cable Pinouts

Contact
MDI-X Signal
MDI-II Signal

1
RD+ (receive)
TD+ (transmit)

2
RD- (receive)
TD- (transmit)

3
TD+ (transmit)
RD+ (receive)

4
Not used
Not used

5
Not used
Not used

6
TD- (transmit)
RD- (receive)

7
Not used
Not used

8
Not used
Not used

[image: image7.wmf]
Crossover Cables

When making an uplink connection between Ein hub und another (or between a hub und a switch or bridge) using X-type jacks at both ends, you must use a crossoverXE "crossover" cable. In a crossover cable, two pairs of wires are switched at Ein end. Carry out the following steps to create a crossover Twisted-Pair cable:

1. Leave Ein end of the cable as-is, with the wiring on the RJ‑45XE "RJ-45" connector unchanged. The wiring needs to be modified at Ein end only.

2. At the other end of the cable, connect wires 1 und 2 to contacts 3 und 6, respectively. Likewise, connect wires 3 und 6 to contacts 1 und 2. Refer to the following diagram:

[image: image8.wmf]
B

SpezifikatiEinn

General

Standards:
IEEE 802.3XE "IEEE 802.3" 10BASE-TXE "10BASE-T" Ethernet repeater, IEEE 802.3u 100BASE-TXXE "100BASE-TX" Fast EthernetXE "Fast Ethernet" repeater (Class IIXE "Class II"), und ANSI X3T9.5 Twisted-Pair transceiver

TopologyXE "Topology":  Star

Protocol:  CSMA/CDXE "CSMA/CD"
Netzwerk Data Transfer Rate: Fast Ethernet:XE "Fast Ethernet" 100Mbps                                                                                                                              

                                                               Ethernet: 10Mbps

Number of Ports: 5, all Dual Speed (10/100 Mbps)

Netzwerk Media:
Ethernet: Category 3 or better UTPXE "UTP" cable, maximum length 100 meters.

                               Fast EthernetXE "Fast Ethernet": Category 5 UTP/STPXE "STP", 100-ohm Twisted-Pair (maximum length 100 meters) for hub-to-station links; Cat 5 UTP, 100-ohm UTP/STP (on expansion switch mode the maximum length up to 100 meters) for hub-to-hub linking

LEDXE "LED" Indicators

Hub Status: Power, 10Mbps collision, 100Mbps collision und full duplex status indicator of expansion switch function.

Port Status (per port): Speed (10/100 Mbps), connection status

Environmental und Physical

Power Adapter: AC external powerXE "power" adapter. Output 12DC/1.2A

Power Consumption: 14.4 Watts. (max.)

Dimensions (W ( H ( D): 171mm ( 100mm ( 29mm

Operating Temperature:  –10 to 40(C

Storage Temperature:  –20 to 70(C

Humidity:  5% to 95% (non-condensing)

Emissions:  FCCXE "FCC" Class B, CE Mark Class B, VCCI-XE "CE"II
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