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Realtek 11n AP
Firmware Release Note
(D-Link) 

Firmware Version 3.02B04beta02
Project Name: DAP-1360
HW version: C1
Region/OEM code: EU

WLAN Domain: 0x01/FCC

Channel List: 2.4GHz:1,2,3,4,5,6,7,8,9,10,11

Firmware Query URL: N/A

Flash size: 4MB

DRAM size: 32MB
Jan 29, 2013
Cameo Communications, INC.

Realtek 11n 7 mode Wireless AP Firmware V3.02B04beta02 Jan 29 2013
Filename: DAP1360C1_FW302B04beta02.bin
File Size:  2,629,684 bytes

Date Published: 2013/01/29
Firmware version: 3.02B04beta02
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.3
Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x453A49DE
Abstract:
1. Based on FW v3.01b05. 

Author: Rino Pan
Ready Features:
1. Wizard spec 1.05.

2. Meet Device Management spec v1.02.

3. Meet UI spec v1.06.

4. Remove IP as 192.168.0.50 that always exist for device.
Modified & Fixed Bugs:


1. Update RTK SDK to 2.5.3 to solved wireless driver crash problem in masses of environment.
Notes, Not finished & Known Issues:
1. . wi-fi set wpa-personal cause another bridge DUT and  client pc not get ip. 
Realtek 11n 7 mode Wireless AP Firmware V3.02B04beta01 Oct 31, 2012
Filename: DAP1360C1_FW302B04beta01.bin
File Size:  2,629,684 bytes

Date Published: 2012/10/31

Firmware version: 3.02B04beta01
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x68065E46
Abstract:
2. Based on FW v3.01b05. 

Author: Rino Pan
Ready Features:
5. Wizard spec 1.05.

6. Meet Device Management spec v1.02.

7. Meet UI spec v1.06.

Modified & Fixed Bugs:


2. Remove IP as 192.168.0.50 that always exist for device. 
3. The web page crash because remain time < 1day. The root cause is that no language strings in the string table, it will reference to the null value.
Notes, Not finished & Known Issues:
1. no update.

Realtek 11n 7 mode Wireless AP Firmware V3.02B04 Mar 02, 2012
Filename: DAP1360C1_FW302B04.bin
File Size:  2,629,684 bytes

Date Published: 2012/03/02
Firmware version: 3.02B04
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0xAF4D7D69
Abstract:
3. Based on FW v3.01b05. 

Ready Features:
8. Wizard spec 1.05.

9. Meet Device Management spec v1.02.

10. Meet UI spec v1.06.

Modified & Fixed Bugs:

4. Fixed TSD ID 0010655 & 0010261：Web UI Check - Repeater mode Wizard
Success from WPS in IE 8               Success from WPS in Firefox
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SETUP COMPLETE!

Please take a note of the folowing summary of your Wifi security settings for future reference.

i Network lame (SSID) :  dlinkS5BE
WiFiPassword | quertyuiop

The Setup Wizard has completed.Cick the Save button to save your settings and reboot the device.
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Please take 3 note of the following summary of your Wi-Fi security settings for future reference.

WiFi Network Name (SSID) :  dlink55BE
WiFi Password :  qwertyuiop

‘The Setup Wizard has completed.Click the Save button to save yaur sttings and reboot the device,




  
   Success from Manual in IE 8              Success from Manual in FireFox
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SETUP COMPLETE!

Please take a note of the folowing summary of your Wifi security settings for future reference.

i Network lame (SSID) :  dlinkS5BE
WiFiPassword | quertyuiop

The Setup Wizard has completed.Cick the Save button to save your settings and reboot the device.
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Please take 3 note of the following summary of your Wi-Fi security settings for future reference.

WiFi Network Name (SSID) :  dlink55BE
WiFi Password :  qwertyuiop
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5. Fixed TSD ID 0010265：Web UI Access Test - Device Name
    [image: image6.png]Invald Host Name! Please enter characters in A(a)~Z(z) or 0-9 or dot{(.) or hyphen(-) without spacing. The first
character of Device Name cannot be number





6. Fixed TSD ID 0010705：Advanced Function Test - Port Forwarding, Port Filter does not restrict TCP packets with port 21, 23, 25, 443, and 1503.
7. Fixed TSD ID 0010690：Advanced Function Test - Port Filter, Unable to access DUT's interface management when users set Port Filter rule to restrict HTTP or port 80. 
Notes, Not finished & Known Issues:
2. TSD ID 0010535：Web UI Access Test

3. TSD ID 0010478：Wireless MAC Clone Test
4. TSD ID 0010476：WISP Mode Test - WAN status
5. TSD ID 0010384：AP Client (Bridge) Mode Compatibility and Theoretical 
Throughput Test

6. TSD ID 0010687：Web UI Check, The countdown timer for save settings is less   than the time DUT finish reboot.

Realtek 11n 7 mode Wireless AP Firmware V3.02B03 Mar 01, 2012
Filename: DAP1360C1_FW302B03.bin
File Size:  2,625,588 bytes

Date Published: 2012/03/01

Firmware version: 3.02B03
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x52E1D8B7
Abstract:
1. Based on FW v3.01b05. 

Ready Features:
1. Wizard spec 1.05.
2. Meet Device Management spec v1.02.
3. Meet UI spec v1.06.
Modified & Fixed Bugs:

1. Fixed TSD ID 0010261：The completion of Wizard setup for Wireless Client    

mode and Repeater mode are different from D-Link
Consumer AP Setup Wizard Specification v1.05.
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2. Fixed TSD ID 0010510：Advanced Function Test - Port Filter
3. Fixed TSD ID 0010452：WPS Configuration Test, When user change security 
mode from WEP to non security the "Disable WPS-PIN Method" will not change to enable.
4. Fixed TSD ID 0010449：Maintenance Function Test – SCHEDULES, When 
enable Wireless schedule, the system time will go backward
5. Fixed TSD ID 0010472：AP Client (Bridge) Mode Theoretical Throughput Test - Signal strength.
6. Fixed TSD ID 0010385：Web UI Check, the string, Wi-Fi Network", on the 
sitesurvy table is different from the D-Link Consumer 
AP Setup Wizard Specification v1.05, "Wi-Fi Network Name".
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   In the D-Link Consumer AP Setup Wizard Specification v1.05, the sitesurvey 

table should support up to 32 lists of networks; but the DUT only support to
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7. Fixed TSD ID 0010428：Web UI Access Test, Watchdog shown incorrect strings 
while setting Update time interval over 60 minutes.
[image: image10.png]JLEUB hitp:/7192.168.0.50

e g vl e of Uptes T Il nput vl o b e 160 il

Enable watchdog
(Ping of Life) :

Update Time Interval : [33 | (minutes, range:160, default:1)





8. Fixed TSD ID 0010428：Maintenance Function Test, Watchdog will not reboot 
after "Update time interval" expired and not receive 
response from the Watchdog IP.
9. Fixed TSD ID 0010427：Web UI Access Test, When change settings and choose 
"Reboot Later", the "Reboot Now" button does not show on every pages. This problem is observed on ADVANCED WIRELESS, ADMIN , or WI-FI PROTECTED SETUP interface.
ADVANCED WIRELESS
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WI-FI PROTECTED SETUP
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ADMIN
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10. TSD ID 0010265：Web UI Access Test - Device Name
11. Russia time zone requirement.
Notes, Not finished & Known Issues:
1. TSD ID 0010535：Web UI Access Test

2. TSD ID 0010478：Wireless MAC Clone Test
3. TSD ID 0010476：WISP Mode Test - WAN status
4. TSD ID 0010384：AP Client (Bridge) Mode Compatibility and Theoretical 
Throughput Test
Realtek 11n 7 mode Wireless AP Firmware V3.02B02 Feb 17, 2012
Filename: DAP1360C1_FW302B02.bin
File Size:  2,621,492 bytes

Date Published: 2012/02/17
Firmware version: 3.02B02
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x7CD165CB
Abstract:
1. Based on FW v3.01b05. 
Ready Features:
1. Wizard spec 1.05.
2. Meet Device Management spec v1.02.
3. Meet UI spec v1.06.
Modified & Fixed Bugs:

1. Modify for WPS PIN security issue. (Follow v3.01b05)
2. Fixed (Pretest BugNo : 3378)：Site survey string issue "SSID"-->"Wi-Fi Network Name" in wireless client / Renge Extender/WISP client router/WISP repeater mode
3. Fixed (Pretest BugNo : 3377)：AP mode setting finish ,login>wireless setup>SSID and Security still not change new SSID and Security.
4. Fixed (Pretest BugNo : 3376)：AP mode setting finish not add bookmark for web management link option in wizard (firefox)
5. MAC filter: add to 20 ACL list.
6. Add MAC filter application from LAN.

7. Fixed IOT issue between DIR-825 and DAP1360C1.
Realtek 11n 7 mode Wireless AP Firmware V3.02B01 Feb 10, 2012
Filename: DAP1360C1_FW302B01.bin
File Size:  2,621,492 bytes

Date Published: 2012/02/10

Firmware version: 3.02B01
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0xA527334B
Abstract:
1. Based on v3.01b05.

Ready Features:
1. Meet Wizard spec 1.05.
Modified & Fixed Bugs:

1. Modify for WPS PIN security issue. (Follow v3.01b05)
2. Fixed (BugNo : 3378)：Site survey string issue "SSID"-->"Wi-Fi Network Name" in wireless client / Renge Extender/WISP client router/WISP repeater mode
3. Fixed (BugNo : 3377)：AP mode setting finish ,login>wireless setup>SSID and Security still not change new SSID and Security.
4. Fixed (BugNo : 3376)：AP mode setting finish not add bookmark for web management link option in wizard (firefox)
5. MAC filter: add to 20 ACL list.
6. Add MAC filter application from LAN.

Realtek 11n 7 mode Wireless AP Firmware V3.01B10 Jan 19, 2012
Filename: DAP1360C1_FW301B10.bin
File Size:  2,613,300 bytes

Date Published: 2012/01/19

Firmware version: 3.01B10
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x22036118
Abstract:
1. Based on v3.00b20

Ready Features:
No Updage.
Modified & Fixed Bugs:

1. Fixed WPS PIN setting. It should gray out "Add Wireless Device With WPS" button after disabled WPS function.
Realtek 11n 7 mode Wireless AP Firmware V3.01B09 Jan 17, 2012
Filename: DAP1360C1_FW301B09.bin
File Size:  2,613,300 bytes

Date Published: 2012/01/17

Firmware version: 3.01B09
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x303AC1A6
Abstract:
1. Based on v3.00b20

Ready Features:
No Updage.
Modified & Fixed Bugs:

1. Modified WPS PIN setting.
Realtek 11n 7 mode Wireless AP Firmware V3.01B08 Jan 12, 2012
Filename: DAP1360C1_FW301B08.bin
File Size:  2,613,300 bytes

Date Published: 2012/01/12
Firmware version: 3.01B08
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x26F53269
Abstract:
1. Based on v3.00b20

Ready Features:
No Updage.
Modified & Fixed Bugs:

1. Fixed the bug; when using DCC tool to setup DUT, it should be setting “Disable WPS-PIN Method”.
2. Fixed the bug; when DUT is in unconfigured mode, the “Reset to Unconfigured” button should be disabled.
Realtek 11n 7 mode Wireless AP Firmware V3.01B07 Jan 11, 2012
Filename: DAP1360C1_FW301B07.bin
File Size:  2,613,300 bytes

Date Published: 2012/01/11

Firmware version: 3.01B07
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0xd2407778
Abstract:
1. Based on v3.00b20

Ready Features:
No Updage.
Modified & Fixed Bugs:

1. Fixed WPS PIN setting.

Unconfigured
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Configured
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Realtek 11n 7 mode Wireless AP Firmware V3.01B06 Jan 06, 2012
Filename: DAP1360C1_FW301B06.bin
File Size:  2,613,300 bytes

Date Published: 2012/01/06

Firmware version: 3.01B06
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0xe00b8d9d
Abstract:
1. Based on v3.00b20
Ready Features:
No Updage.
Modified & Fixed Bugs:

1. Modified WPS PIN setting.
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Realtek 11n 7 mode Wireless AP Firmware V3.01B05 Jan 05, 2012
Filename: DAP1360C1_FW301B05.bin
File Size:  2,613,300 bytes

Date Published: 2012/01/05
Firmware version: 3.01B05
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0xC7165915
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8196C

3. The firmware was developed from Realtek 11n turnkey SDK v2.5.2.

Ready Features:
No Updage.
Modified & Fixed Bugs:

1. MAC filter: add to 20 ACL list

2. The Default Gateway show error in STATUS(Fixed)
3. Add back the Wi-Fi Protected Setup in advance page in WISP repeater mode. (Fixed)
Realtek 11n 7 mode Wireless AP Firmware V3.01B04 Jan 04, 2012
Filename: DAP1360C1_FW301B04.bin
File Size:  2,613,300 bytes

Date Published: 2012/01/04
Firmware version: 3.01B04
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x171B8B18
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8196C

3. The firmware was developed from Realtek 11n turnkey SDK v2.5.2.

Ready Features:
No Updage.
Modified & Fixed Bugs:

1. MAC filter: add to 20 ACL list
2. The Default Gateway show error in STATUS(Fixed)
3. Add back the Wi-Fi Protected Setup in advance page in WISP repeater mode. (Fixed)
Realtek 11n 7 mode Wireless AP Firmware V3.01B03 Dec 26, 2011
Filename: DAP1360C1_FW301B03.bin
File Size:  2613302 bytes

Date Published: 2011/12/26

Firmware version: 3.01B03
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x266B6D62
Abstract:
1. This is the D-link style firmware with 7 mode 11n access point.

2. SoC: RTL8196C

3. The firmware was developed from Realtek 11n turnkey SDK v2.5.2.

Ready Features:
No Updage.
Modified & Fixed Bugs:

1. Meet D-Link Consumer AP Setup Wizard Specification v1.05→Fail (see photo) (Fixed, Please refer AP_Web_GUI_And_Wizard_GUI_questions_20110804_D-Link.docx) -->Fail
1. select wireless network does not need to show ESSIDs (Fixed)
2. WEP should add ASCII key length in AP. (Fixed)
3. Transmit Power list items not follow SPEC in Advanced wireless settings page.

4. should remove “Add New Schedule” from Bridge   (Fixed)

2. Add back the Wi-Fi Protected Setup in advance page in WISP repeater mode.→Fail (function not add) -->Fail, function cannot used. (Fixed)
3.


	NO.
	Class
	Date
	Description
	Note

	Q1
	C
	<2011/12/21>
	Wi-Fi disappears after wireless connection from Wi-Fi unconfigured to configure successfully via <SW WPS> page/ HW PBC. (Graph1). Need reboot DUT then normal.
	Fixed

	Q2
	D
	<2011/12/21>
	Pre-Shared Key display plain text, it should be hidden.
	(Limitation, For Wi-Fi cert.)

	Q3
	D
	<2011/12/21>
	GUI show mistake text when DUT reboot or reset default settings on system page. (Graph2)
	 Fixed

	Q4
	D
	<2011/12/21>
	GUI will pop add bookmark messenger after add client finish via WPS UI.
	Fixed

	Q5
	D
	<2011/12/21>
	The unnecessary description does not remove in Support page.
	Fixed

	Q6
	B
	<2011/12/21>
	Wireless client mode link to AP/Router failed.
	Fixed

	Q7
	Issue
	<2011/12/21>
	Setup Wizard change to count-down page too slow when press [Next] button at WPS configuration page.
	Limitation


Notes, Not finished & Known Issues:

1. The throughput for WDS and AP-Client mode not match D-Link Criteria.
2. Some strings format style are incorrect on IE or Chrome browser.
3. V3.01b01 can not directly upgrade to V3.01b02, because that the tags of image’s tail is irregularly match with other version’s tags. So it will cause rootfs image length error, and it need to update via recovery mode.
4. Firmware downgrade may cause more risk for flash addressing access.
Realtek 11n 7 mode Wireless AP Firmware V3.01B02 Dec 20, 2011
Filename: DAP1360C1_FW301B02.bin
File Size:  2613302 bytes

Date Published: 2011/12/20
Firmware version: 3.01B02
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x4457E70E
Abstract:
4. This is the D-link style firmware with 7 mode 11n access point.

5. SoC: RTL8196C

6. The firmware was developed from Realtek 11n turnkey SDK v2.5.2.

Ready Features:
No Updage.
Modified & Fixed Bugs:

■NO.3345__wizard,When wps configured finsh sholud to login page not wizard page .(WEBGUI still run wizard page after running WPS successfully via HW PBC)→Fail (Fixed)
■NO.3342__wizard login,When wps configured finsh sholud to login page not wizard page .
(GUI->pass H.w->fail)→Fail (Fixed)
1. Meet D-Link_Device_Management_Spec_v1.02.→Fail(sometime dinkapXXX.local can't logoin) (Fixed)
2. Meet D-Link Consumer AP Setup Wizard Specification v1.05→Fail (see photo) (Fixed, Please refer AP_Web_GUI_And_Wizard_GUI_questions_20110804_D-Link.docx)
3. Add back the Wi-Fi Protected Setup in advance page in WISP repeater mode.→Fail (function not add)
4. Fix the login page should display the corresponding strings.→Fail (repeater  /WISP repeater /WISP client router mode not fixed) (Fixed)
5. Fix the User limit function fail when setting at first time in repeater mode.→Fail (still can't restricted ) (Fixed)
6. Fix that it should be shown login page but Wizard page after WPS done.→Fail (H.W/button->fail) (Fixed)
7. Fix normal firmware can not upgrades to DUSA(NA) firmware and vice versa.
(It’s only accepts v3.00b20 upgrade to v3.00NAb01 one time, and can not down grade to normal firmware.)
8. This version allows downgrade to v3.00b20 and vice versa.
Notes, Not finished & Known Issues:

5. The throughput for WDS and AP-Client mode not match D-Link Criteria.
6. Some strings format style are incorrect on IE or Chrome browser.
7. V3.01b01 can not directly upgrade to V3.01b02, because that the tags of image’s tail is irregularly match with other version’s tags. So it will cause rootfs image length error, and it need to update via recovery mode.
8. Firmware downgrade may cause more risk for flash addressing access.
Realtek 11n 7 mode Wireless AP Firmware V3.01B01 Dec 08, 2011
Filename: DAP1360C1_FW301B01.bin
File Size:  2613302 bytes

Date Published: 2011/12/8
Firmware version: 3.01B01
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0xE984B586
Abstract:
7. This is the D-link style firmware with 7 mode 11n access point.

8. SoC: RTL8196C

9. The firmware was developed from Realtek 11n turnkey SDK v2.5.2.

Ready Features:
No Updage.
Modified & Fixed Bugs:

1. Meet D-Link_Device_Management_Spec_v1.02.
2. Meet D-Link Consumer AP Setup Wizard Specification v1.05
3. Add back DHCP server for each mode in LAN setup.

4. Add back the Wi-Fi Protected Setup in advance page in WISP repeater mode.
5. Fixed Lock wireless security function.

6. When security is WEP-shared key,DUT still allow client connect with WEP-open security.
7. The incorrect 64-bit WEP key type can be accepted under Repeater mode.
Steps:

· Enable security mode to WEP 128bit from a Wireless AP/Router.
· Change Wireless mode of DUT from AP to AP-Client(or Repeater).
· Use "Site Survey" to associate with that wireless AP, the WEP mode will be chosen automatically.
· Choose 128bit(26hex digits) in WEP mode and type 11111111111111.
· You will find the key length fixed in 5 digits.
8. Fix the login page should display the corresponding strings.
9. Fix the IGMP snooping Enable-> Unicast, Disable-> Multicast.

10. Fix the User limit function fail when setting at first time in repeater mode.
11. Fix that it should be shown login page but Wizard page after WPS done.
12. Fix the WEP + shared link fail in repeater mode.
13. Fix the second Radius server cannot access and Encryption incorrect in beacon issues.

14. Add the help strings about Short GI, IGMP Snooping and WLAN Partition in ADVANCED page and help page.
Notes, Not finished & Known Issues:

9. The throughput for WDS and AP-Client mode not match D-Link Criteria.
10. Some strings format style are incorrect on IE or Chrome browser.
Realtek 11n 7 mode Wireless AP Firmware V3.00B20 Nov 09, 2011
Filename: DAP1360C1_FW300B20.bin
File Size:  2459700 bytes

Date Published: 2011/11/9

Firmware version: 3.00B20
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0xB259114E

Abstract:
10. This is the D-link style firmware with 7 mode 11n access point.

11. SoC: RTL8196C

12. The firmware was developed from Realtek 11n turnkey SDK v2.5.2.

Ready Features:
No Updage.
Modified & Fixed Bugs:

15. In Unconfigured state, Running AP mode wizard will cause station link fail.
16. Add back the advance-> Wireless Protected Setup and Wireless-> Process WPS button in repeater mode.
17. Redefine the PBC5 in repeater mode. It means that push the button over 5 sec will do enrollee behavior associate to APs/Routers, push the button in 1 sec will do registrar behavior to add the device with WPS.
18. Add back the bookmark function with Firefox.

19. There will return an incorrect web page after the "Reset to Unconfigured" is canceled by user.
20. Fixed the DHCP server not disabled that switch mode from WISP repeater to Wizard repeater.
21. Fixed the that manually setting shown error message in wizard Repeater mode.
Notes, Not finished & Known Issues:

11. The throughput for WDS and AP-Client mode not match D-Link Criteria.
12. There is no HELP file to reference HT 20/40 coexitence and IGMP Snooping.
13. Some strings format style are incorrect on IE or Chrome browser.
Realtek 11n 7 mode Wireless AP Firmware V3.00B19 Oct 31, 2011
Filename: DAP1360C1_FW300B19.bin
File Size:  2460724 bytes

Date Published: 2011/10/31
Firmware version: 3.00B19
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0xF992C506

Abstract:
13. This is the D-link style firmware with 7 mode 11n access point.

14. SoC: RTL8196C

15. The firmware was developed from Realtek 11n turnkey SDK v2.5.2.

Ready Features:
No Updage.
Modified & Fixed Bugs:

22. Fixed the bugs that click the reboot confirm button should reboot the device at last step in client/repeater wizard mode.
Notes, Not finished & Known Issues:

14. The throughput for WDS and AP-Client mode not match D-Link Criteria.
15. There is no HELP file to reference HT 20/40 coexitence and IGMP Snooping.
16. Some strings format style are incorrect on IE or Chrome browser.
Realtek 11n 7 mode Wireless AP Firmware V3.00B18 Oct 28, 2011
Filename: DAP1360C1_FW300B18.bin
File Size:  2460724 bytes

Date Published: 2011/10/28
Firmware version: 3.00B18
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0xCBE666E4
Abstract:
16. This is the D-link style firmware with 7 mode 11n access point.

17. SoC: RTL8196C

18. The firmware was developed from Realtek 11n turnkey SDK v2.5.2.

Ready Features:
No Updage.
Modified & Fixed Bugs:

23. The bookmark function in AP Client and Repeater is functionless in setup wizard under Firefox and Google Chrome. 
24. SSID won't refresh after WPS process done from Setup Wizard in AP mode.
25. It pops up an incorrect warning dialog when user pushed the "Save Settings" button in each mode of Wireless Setup page in IE8.0.
26. The UI asks user to reboot AP after execute WPS successfully from Advanced - WI-FI Protest Setup page in AP mode.(It’s no needed)
27. The auto MAC Clone shown incorrect MAC address on target AP in Client Mode.
28. Fixed some incorrect strings.

29. Fixed the chklst.txt “Firmware Version:” Ver -> ver 

30. Fixed version.txt “WLAN Domain (2.4GHz):” should shown different strings depend on different WLAN Domain.
Notes, Not finished & Known Issues:

17. The throughput for WDS and AP-Client mode not match D-Link Criteria.
18. There is no HELP file to reference HT 20/40 coexitence and IGMP Snooping.
19. Some strings format style are incorrect on IE or Chrome browser.
Realtek 11n 7 mode Wireless AP Firmware V3.00B17 Oct 26, 2011
Filename: DAP1360C1_FW300B17.bin
File Size:  2460724 bytes

Date Published: 2011/10/26

Firmware version: 3.00B17
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x55E798B2

Abstract:
19. This is the D-link style firmware with 7 mode 11n access point.

20. SoC: RTL8196C

21. The firmware was developed from Realtek 11n turnkey SDK v2.5.2.

Ready Features:
No Updage.
Modified & Fixed Bugs:

31. “Lock Wireless Security” function.
32. The MAC Address in MAC Clone – Manual can be null so the wireless client connection will be failed.
33. The USER LIMIT function.
34. The encryption type is not the same with Wireless Setup page after WPS process done from Setup Wizard in AP mode.
35. SSID won't refresh after WPS process done from Setup Wizard in AP mode.
36. The value of “Generate New PIN” can not be set in. We still need to use the default PIN code to connect.
Notes, Not finished & Known Issues:

20. The throughput for WDS and AP-Client mode not match D-Link Criteria.
21. There is no HELP file to reference HT 20/40 coexitence and IGMP Snooping.
Realtek 11n 7 mode Wireless AP Firmware V3.00B16 Oct 21, 2011
Filename: DAP1360C1_FW300B16.bin
File Size:  2460724 bytes

Date Published: 2011/10/21
Firmware version: 3.00B16
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x8192BA66
Abstract:
22. This is the D-link style firmware with 7 mode 11n access point.

23. SoC: RTL8196C

24. The firmware was developed from Realtek 11n turnkey SDK v2.5.2.

Ready Features:
No Updage.
Modified & Fixed Bugs:

37. Fixed the WPS behavior to meet WIN7 LOGO.
38. Fixed the port filter/IP filter/Port Forwarding page delete single entry will shown incorrect message.
39. Using sitesurvey will get incorrect WEP key type in client / repeater mode.
40. User need to reboot DUT manually in system of the Maintain page to take the connection effective in AP Client and Repeater mode on Google Chrome or Firefox.
41. The location of the entry name is unified between PORT FORWARDING and PORT FILTER rules.
42. The behavior of Process WPS function in WEP shared key is displayed incorrectly in Client mode.
43. Deleting single entry function fail in IP filter function ,WIPS repeater mode.
44. Fixed the Advanced WPS reset set unconfigured button fail using WEP KEY.
Notes, Not finished & Known Issues:

22. The throughput for WDS and AP-Client mode not match D-Link Criteria.
23. There is no HELP file to reference HT 20/40 coexitence and IGMP Snooping.
Realtek 11n 7 mode Wireless AP Firmware V3.00B15 Oct 17, 2011
Filename: DAP1360C1_FW300B15.bin
File Size:  2464802 bytes

Date Published: 2011/10/17
Firmware version: 3.00B15
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x03DF18CC

Abstract:
25. This is the D-link style firmware with 7 mode 11n access point.

26. SoC: RTL8196C

27. The firmware was developed from Realtek 11n turnkey SDK v2.5.2.

Ready Features:
No Updage.
Modified & Fixed Bugs:

45. Fixed do WPS using WEP 64/128bit.
46. Fixed the port filter can not delete single entry.
Notes, Not finished & Known Issues:

24. The throughput for WDS and AP-Client mode not match D-Link Criteria.
25. There is no HELP file to reference HT 20/40 coexitence and IGMP Snooping.
Realtek 11n 7 mode Wireless AP Firmware V3.00B14 Oct 13, 2011
Filename: DAP1360C1_FW300B14.bin
File Size:  2464802 bytes

Date Published: 2011/10/13
Firmware version: 3.00B14
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x4E3237C6

Abstract:
28. This is the D-link style firmware with 7 mode 11n access point.

29. SoC: RTL8196C

30. The firmware was developed from Realtek 11n turnkey SDK v2.5.2.

Ready Features:
No Updage.
Modified & Fixed Bugs:

47. The destination should be Multicast as attached. IGMP Snooping enable > MUITICAST, IGMP Snooping disable > OFF(No H.222 packets sent out)
48. The WPS expiration time that triggered from Process WPS button is less than 60 seconds.
49. DUT will re-initial automatically on Virtual Push Button page.If user click retry button during re-initialing, the page will display abnormally.(Wizard repeater and Client Mode)
50. The ASCII format of WEP64/128 is failed under AP Client & Repeater mode in WPS function.
51. When user entered the PIN number and click the "Connect" button, the DUT won't display the count-down seconds for client to associate.(Advance 
WPS)
52. The WEP mode of 64bit & 128bit ASCII format in Status page displayed incorrectly, and the connection is failed as well.
53. There is no bookmark dialog after WPS done successfully in wizard.(Wizard repeater & client Finished)
54. When user click retry button after WPS-PIN time-out, the WPS won't restart WPS function with 120 seconds and report a fail result directly.( Wireless Setting - WPS-PIN, AP Client)
55. If we change the IP from Dynamic to Static IP, the Bookmark won't take effect because the IP will create in default IP(192.168.0.50).(Wizard)
56. The LAN IP & Subnet mask in Status page will display 0.0.0.0 after DUT change Wireless mode from AP Client/Repeater to WISP mode.
57. Fixed the DUT shown default page after DCC configured.
Notes, Not finished & Known Issues:

26. The throughput for WDS and AP-Client mode not match D-Link Criteria.
There is no HELP file to reference HT 20/40 coexitence and IGMP Snooping.

27. Realtek 11n 7 mode Wireless AP Firmware V3.00B13 Oct 5, 2011
Filename: DAP1360C1_FW300B13.bin
File Size:  2452532 bytes
Date Published: 2011/10/5
Firmware version: 3.00B13
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0xF2B087C1
Abstract:
31. This is the D-link style firmware with 7 mode 11n access point.

32. SoC: RTL8196C

33. The firmware was developed from Realtek 11n turnkey SDK v2.5.2.

Ready Features:
No Updage.
Modified & Fixed Bugs:

58. Fixed the LED factory default, recovery mode blink behavior.
59. The LAN IP & Subnet mask in Status page will display 0.0.0.0 after DUT change Wireless mode from AP Client/Repeater to WISP mode.
In additions, the DHCP Service is fail as well.
60. The DUT's SSID will be changed after WPS process done under WISP Repeater Mode.
However, the SSID on Web UI still displayed previous one.
61. The display LED for Wireless, Security and LAN will be OFF while device is doing PB5 process.
62. If we change the IP from Dynamic to Static IP, the Bookmark won't take effect because the IP will create in default IP(192.168.0.50).
63. The WEP mode of 64bit & 128bit ASCII format in Status page displayed incorrectly, and the connection is failed as well.
64. User still could enable WPS function in Advanced page under EAP-TLS mode.
65. The DNS forwarding is failed after user change LAN IP under WISP mode.
66. The setting of DNS in DHCP server won't take effect under WISP mode.
67. The disable function is functionless for IGMP Snooping.
68. Fixed the help file lacked for Short GI, WLAN Partition in ADVANCED page.
69. Gray out the HT 20/40 coexitence function after user selected the bandwidth with 20MHz.
70. The rule table both in port forwarding and port filter list is mess up.
71. The UDP protocol of PORT FILTER in Advanced page is fail under WISP mode.
72. The delete selected function of PORT FILTER mode in Advanced page is fail under WISP mode.
73. The delete function, both select deleted and delete all, is fail in IP FILTER mode in Advanced page under WISP.
74. The PARENTAL CONTROL in Advanced page under WISP mode is functionless.
Literally, user still can surf internet page which blocked in list when this function is enabled.(Web Filter Fixed).
75. The UI won't take effect after user clicked Process WPS button in SETUP Page under AP Client mode.
76. The ASCII key is fail to set and has the incorrect message both in 64bit and 128bit under Repeater mode.
77. Fixed DCC function.
Notes, Not finished & Known Issues:

28. Using Web WPS PIN code in AP mode not Fixed.
29. The throughput for WDS and AP-Client mode not match D-Link Criteria.
30. There is no HELP file to reference HT 20/40 coexitence and IGMP Snooping.
Realtek 11n 7 mode Wireless AP Firmware V3.00B12 Sep 28, 2011
Filename: DAP1360C1_FW300B12.bin
File Size:  2400308 bytes

Date Published: 2011/9/27

Firmware version: 3.00B12
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0xdcce1d74
Abstract:
34. This is the D-link style firmware with 7 mode 11n access point.

35. SoC: RTL8196C

36. The firmware was developed from Realtek 11n turnkey SDK v2.5.2.

Ready Features:
No Updage.
Modified & Fixed Bugs:

78. Modify special mode for MP test.
Notes, Not finished & Known Issues:

31. WISP webfilter not ready.
32. The “Process WPS” function in wireless client mode not finish.
Realtek 11n 7 mode Wireless AP Firmware V3.00B11 Sep 15, 2011
Filename: DAP1360C1_FW300B11.bin
File Size:  2400308 bytes

Date Published: 2011/9/15

Firmware version: 3.00B11
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5.2

Wireless Driver: RTL8192C/RTL8188C driver version 1.6 (2011-07-18)
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x02ECA1D3

Abstract:
37. This is the D-link style firmware with 7 mode 11n access point.

38. SoC: RTL8196C

39. The firmware was developed from Realtek 11n turnkey SDK v2.5.2.

Ready Features:
No Updage.
Modified & Fixed Bugs:

79. Fixed the IPv6 function not work issue.

80. Fixed the Wireless channel width 20/40 auto function cannot work issue.

81. Fix the bug of do WPS process in AP mode wizard and let it timeout, and SSID was shown error (may shown dlink+(4mac)) after client do site-survey.

82. Fixed the DHCP server field DNS not effect.

83. Fixed the bug of set WEP fail in repeater mode.

84. Fixed WLAN LED no blink after system restart.

85. Fixed that set key WPA2+AES in repeater mode with Dynamic IP, and then change mode to WISP will cause IP or mask error in status page.

86. Modified and avoid WPS enabled and DUT security is EAP-PSK or WEP with share key.
87. Modify the factory default value equal 1 in chklst.txt.
88. Update the wireless driver to v1.6 and new SDK to v2.5.2.
89. Fixed the Authentication auto (WPA+WPAS) and cipher AES+TKIP function fail issue in client mode.
Notes, Not finished & Known Issues:

33. WISP webfilter not ready.
34. The “Process WPS” function in wireless client mode not finish.
Realtek 11n 7 mode Wireless AP Firmware V3.00B10 Sep 9, 2011
Filename: DAP1360C1_FW300B10.bin
File Size:  2396212 bytes

Date Published: 2011/9/9

Firmware version: 3.00B10
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5

Wireless Driver: RTL8192 firmware version: 69.0,  built time: 09-06 17:44
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0xB56E4F7A

Abstract:
40. This is the D-link style firmware with 7 mode 11n access point.

41. SoC: RTL8196C

42. The firmware was developed from Realtek 11n turnkey SDK v2.5.1.

Ready Features:
No Updage.
Modified & Fixed Bugs:

90. Fixed the function reset to default to meet MP request.
91. Fixed the function that setting LAN and WLAN MAC at the same time to meet MP request.

Notes, Not finished & Known Issues:

35. WISP webfilter not ready.

	4
	C
	2011/07/26
	Please avoid WPS enabled and DUT security is EAP or WEP with share key.
	


36. The target AP may set up channel width to 20MHz only while current mode is Repeater mode, WISP Client Router, WISP Client Repeater and Wireless Client mode.
The “Process WPS” function in wireless client mode not finish.

Realtek 11n 7 mode Wireless AP Firmware V3.00B09 Sep 6, 2011
Filename: DAP1360C1_FW300B09.bin
File Size:  2396212 bytes

Date Published: 2011/9/6

Firmware version: 3.00B09
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5

Wireless Driver: RTL8192 firmware version: 69.0,  built time: 09-06 17:44
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x9802D8B7

Abstract:
43. This is the D-link style firmware with 7 mode 11n access point.

44. SoC: RTL8196C

45. The firmware was developed from Realtek 11n turnkey SDK v2.5.1.

Ready Features:
No Updage.
Modified & Fixed Bugs:

92. Fixed the function reset to default to meet MP request.
93. Fixed the function that setting LAN and WLAN MAC at the same time to meet MP request.

Notes, Not finished & Known Issues:

37. WISP webfilter not ready.

	4
	C
	2011/07/26
	Please avoid WPS enabled and DUT security is EAP or WEP with share key.
	


38. The target AP may set up channel width to 20MHz only while current mode is Repeater mode, WISP Client Router, WISP Client Repeater and Wireless Client mode.
The “Process WPS” function in wireless client mode not finish.

39. Realtek 11n 7 mode Wireless AP Firmware V3.00B09 Sep 6, 2011
Filename: DAP1360C1_FW300B09.bin
File Size:  2396212 bytes

Date Published: 2011/9/6

Firmware version: 3.00B09
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5

Wireless Driver: RTL8192 firmware version: 69.0,  built time: 09-06 17:44
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x9802D8B7

Abstract:
46. This is the D-link style firmware with 7 mode 11n access point.

47. SoC: RTL8196C

48. The firmware was developed from Realtek 11n turnkey SDK v2.5.1.
Ready Features:
No Updage.
Modified & Fixed Bugs:

94. The Connection type in will be reset to Static IP after DUT changed Wireless mode under DHCP client in LAN Setup.(Fixed)
95. The setting is going to take effect after user filled out both Primary & Secondary DNS, this is incorrect.(Fixed)
96. The DHCP range is incorrect after user configured IP manually in WISP mode.(Fixed)
97. Modify default channel width to 20/40-auto to meet D-Link Consumer AP Web UI Specification V1.06_28Jul2011”.
98. Fixed the IPv6 secondary DNS is the option.

99. Fixed the client mode security WPA-Auto and Cipher Mixed connection fail issue.
Notes, Not finished & Known Issues:

40. WISP webfilter not ready.

	4
	C
	2011/07/26
	Please avoid WPS enabled and DUT security is EAP or WEP with share key.
	


41. The target AP may set up channel width to 20MHz only while current mode is Repeater mode, WISP Client Router, WISP Client Repeater and Wireless Client mode.

42. The “Process WPS” function in wireless client mode not finish.

Realtek 11n 7 mode Wireless AP Firmware V3.00B08 Aug 26, 2011
Filename: DAP1360C1_FW300B08.bin
File Size:  2386996 bytes

Date Published: 2011/8/26

Firmware version: 3.00B08
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5

Wireless Driver: RTL8192 firmware version: 69.0,  built time: 04-18 14:29
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0xfcd48fd0
Abstract:
49. This is the D-link style firmware with 7 mode 11n access point.

50. SoC: RTL8196C

51. The firmware was developed from Realtek 11n turnkey SDK v2.5.

Ready Features:
No Updage.
Modified & Fixed Bugs:

· NO.3135__WISP,WISP client router wan settings type can't go to internet. →Fixdd(DHCP/PPPOE/PPTP)
· NO.3179__PPPoE,PPPoE not connect ISP(on demand/Manual) in WISP Client Router /WISP Repeater →Fixed(still not connect ISP)
· NO.3177__PIN code,Wireless not connect current PIN code..→Fixed (not connect )
· Fixed the LAN connection type will be change while change wireless mode. This bug will cause many connection issue.
· Under recovery mode, The Power/Status LED does not blink slowly.(Fixed)
· When device is being factory reset, the Wireless and LAN LED won’t turn off in first 2 seconds. They turn off until first 8 seconds.
· Fix the veri-wave user limit to 128.
Information:
100. This version support “D-Link Consumer AP Web UI Specification V1.06_28Jul2011”Spec. except“Hotspot”Mode.
101. This version support “D-Link Consumer AP Setup Wizard Specification v1.04R.”.
102. This version support “D-Link Router IPv6 Specification_v1.10.”and this model just support Link-Local, Autoconfigurateion(SLAAC/DHCPv6) and Static IPv6.
103. Enable COEXIT default.
Notes, Not finished & Known Issues:

43. WISP webfilter not ready.

	4
	C
	2011/07/26
	Please avoid WPS enabled and DUT security is EAP or WEP with share key.
	


Realtek 11n 7 mode Wireless AP Firmware V3.00B07 Aug 16, 2011
Filename: DAP1360C1_FW300B07.bin
File Size:  2371636 bytes

Date Published: 2011/8/16
Firmware version: 3.00B07
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5

Wireless Driver: RTL8192 firmware version: 69.0,  built time: 04-18 14:29
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x4DE54317

Abstract:
52. This is the D-link style firmware with 7 mode 11n access point.

53. SoC: RTL8196C

54. The firmware was developed from Realtek 11n turnkey SDK v2.5.

Ready Features:
No Updage.
Modified & Fixed Bugs:

· NO.3179__PPPoE,PPPoE not connect ISP(on demand/Manual) in WISP Client Router /WISP Repeater
→Fixed(On demand)
· NO.3183__WPS,Use WPS led no light in advanced page wi-fi protected.
→Fixed(repeater mode)
· NO.3177__PIN code, Wireless not connect current PIN code.
→Fixed
New bugs:
	NO.
	Class
	Data
	Description
	status

	1
	C
	2011/07/26
	Display management issue in Upnp (PC client)
	Fixed

	2
	B
	2011/07/26
	Wireless client can not connect DUT in repeater mode 
	Fixed

	3
	B
	2011/07/26
	When use restore to default function ,user can not login GUI(http://dlinkap)
	Fixed

	5
	C
	2011/07/26
	Intel 5300 throughput substandard 130Mbps
	Fixed


New Fixed:
1. This version support “D-Link Consumer AP Web UI Specification V1.06_28Jul2011”
2. This version support “D-Link Consumer AP Setup Wizard Specification v1.04R.”.
3. This version support “D-Link Router IPv6 Specification_v1.10.”.
Notes, Not finished & Known Issues:

44. WISP webfilter not ready.
	4
	C
	2011/07/26
	Please avoid WPS enabled and DUT security is EAP or WEP with share key.
	


Realtek 11n 7 mode Wireless AP Firmware V3.00B06 July 22, 2011
Filename: DAP1360C1_FW300B06.bin
File Size:  2317364 bytes

Date Published: 2011/7/22

Firmware version: 3.00B06
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.5

Wireless Driver: RTL8192 firmware version: 69.0,  built time: 04-18 14:29
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0xfb667756
Abstract:
55. This is the D-link style firmware with 7 mode 11n access point.

56. SoC: RTL8196C

57. The firmware was developed from Realtek 11n turnkey SDK v2.5.

Ready Features:
No Updage.
Modified & Fixed Bugs:

	NO.
	Class
	Data
	Description
	status

	1
	B
	2011/0701
	When WPS connect finish but AP web gui display retry  in wizard and wi-fi protected at AP mode .
	Fixed

	3
	B
	2011/0701
	WLan Pratition can not Enable.
	Fixed

	4
	B
	2011/0701
	Wireless not connect current PIN code.
	Fixed

	5
	B
	2011/0701
	Bridge setting security key is a blank in Bridge with AP.ex:(settings wireless security none or wep / bridge security wpa2-psk[tkip or aes]) 
	Fixed

	6
	B
	2011/0701
	PPPoE not connect ISP(on demand/Manual) in WISP Client Router /WISP Repeater /Repeater
	Fixed

	7
	B
	2011/0701
	Advanced network all function can not saved.
	Fixed

	9
	B
	2011/0701
	When DUT repeater mode connect router at finish ,use wirless card go to site survey repeater ap  list display ssid is blank and security is incorrect
	Fixed

	10
	B
	2011/0701
	Use WPS led no light in advanced page wi-fi protected.
	Fixed

	11
	B
	2011/0701
	When setting IP filter rules at ip address still can ping ISP in WISP client route.
	Fixed


Notes, Not finished & Known Issues:

45. WISP webfilter no

46. IPv6 host function.
Realtek 11n 7 mode Wireless AP Firmware V3.00B05 June 26, 2011
Filename: DAP1360C1_FW300B05.bin
File Size:  2274356 bytes

Date Published: 2011/6/26
Firmware version: 3.00B05
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.4

Wireless Driver: RTL8192 firmware version: 51.0,  built time: 06-23 11:57
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x3aa67e37
Abstract:
58. This is the D-link style firmware with 7 mode 11n access point.

59. SoC: RTL8196C

60. The firmware was developed from Realtek 11n turnkey SDK v2.5.

Ready Features:
No Updage.
Modified & Fixed Bugs:

1. Fixed the chklst.txt error string.
2. Fixed the bug that click site survey and change security from WPA to WEP may cause Encryption option empty string.
3. Fixed the WISP does not work issue.

4. Fixed the site survey SSID field to shown full 32 characters.

5. Fixed the MAC filter function fail issue.

6. Remove IPv6 ping test from tools_system_check.htm.

7. Fixed the LAN display issue with WISP mode in status page.

8. Fixed the string does not match in MAC Address filter function.
Notes, Not finished & Known Issues:

47. LED blink behavior.

48. IPv6 host function.
Realtek 11n 7 mode Wireless AP Firmware V3.00B04 Jun. 1, 2011
Filename: DAP1360C1_FW300B04.bin
File Size:  2349108 bytes

Date Published: 2011/6/1

Firmware version: 3.00B04
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.4

Wireless Driver: RTL8192 firmware version: 51.0,  built time: 06-23 11:57
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x66232cdb
Abstract:
61. This is the D-link style firmware with 7 mode 11n access point.

62. SoC: RTL8196C

63. The firmware was developed from Realtek 11n turnkey SDK v2.4.

Ready Features:
No Updage.
Modified & Fixed Bugs:

9. D-Link Consumer AP Web UI Specification V1.05 finished.

10. PCB5 finished.
11. SOHO AP UI modifications_V1.02_13Jul2010. finished.
Notes, Not finished & Known Issues:

49. LED blink behavior.

50. IPv6 host function.
Realtek 11n 7 mode Wireless AP Firmware V3.00B03 Oct. 11, 2010
Filename: DAP1360C1_FW300B03.bin
File Size:  1957940 bytes

Date Published: 2010/10/15

Firmware version: 3.00B03
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.3

Wireless Driver: RTL8192C/RTL8188C driver version 1.3, RTL8192 firmware version: 51.0
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x70C0AE17

Abstract:
64. This is the D-link style firmware with 7 mode 11n access point.

65. SoC: RTL8196C

66. The firmware was developed from Realtek 11n turnkey SDK v2.3.

Ready Features:
1. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

2. ADVANCED

A. PERFORMANCE

B. ACCESS CONTROL

C. WiFi PROCETED SETUP

D. USER LIMIT

3. MAINTENANCE

A. ADMIN

B. SYSTEM

C. FIRMWARE

D. WATCHDOG

E. TIME

F. SCHEDULES

4. STATUS

A. DEVICE INFO

B. LOGS

C. STATISTICS

D. WIRELESS
5. HELP
Modified & Fixed Bugs:


Fixed Repeater Mode & WISP Repeater Mode
Notes, Not finished & Known Issues:


First release. For sample requirement run only basic function test.
Realtek 11n 7 mode Wireless AP Firmware V3.00B02 Oct. 11, 2010
Filename: DAP1360C1_FW300B02.bin
File Size:  1986612 bytes

Date Published: 2010/10/11
Firmware version: 3.00B02
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.3

Wireless Driver: RTL8192C/RTL8188C driver version 1.3, RTL8192 firmware version: 51.0
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0xDF23E925

Abstract:
67. This is the D-link style firmware with 7 mode 11n access point.

68. SoC: RTL8196C

69. The firmware was developed from Realtek 11n turnkey SDK v2.3.

Ready Features:
6. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

7. ADVANCED

A. PERFORMANCE

B. ACCESS CONTROL

C. WiFi PROCETED SETUP

D. USER LIMIT

8. MAINTENANCE

A. ADMIN

B. SYSTEM

C. FIRMWARE

D. WATCHDOG

E. TIME

F. SCHEDULES

9. STATUS

A. DEVICE INFO

B. LOGS

C. STATISTICS

D. WIRELESS
10. HELP
Modified & Fixed Bugs:

	1
	B
	2010/10/07
	chlst.txt & version.txt data opposite  --Fixed

	2
	B
	2010/10/07
	Browse IE 6.7.8 photo images error in wizard to see photo 5  --Fixed

	3
	B
	2010/10/07
	DHCP server function not work in the LAN static IP (AP mode) –dhcp server function should be removed.

	4
	B
	2010/10/07
	Status page display IP & subnet 0.0.0.0 in LAN setting static IP.(AP mode) to see photo 6 -- I can’t see this problem.

	5
	B
	2010/10/07
	Wireless client can’t connection Radius server in WPA-Enterprise mode to see photo 11 –Client shouldn’t support WPA-Enterprise

	6
	B
	2010/10/07
	Wireless client mode the Ad-Hoc MAC clone error to see photo 3 --Fixed

	7
	A
	2010/10/07
	WPS function can’t work.(All mode)  --Fixed

	8
	B
	2010/10/07
	Remote AP MAC can’t connection MAC in bridge and bridge with AP. --Fixed

	9
	A
	2010/10/07
	Site survey to choose wireless SSID ,but wireless network name display other SSID.(All mode) --Fixed

	10
	A
	2010/10/07
	WISP Client Router mode function can’t work to see photo 4 --Fixed

	11
	A
	2010/10/07
	WISP Repeater mode function can’t work. --Fixed

	12
	D
	2010/10/07
	Request/ release note error to see photo 1~2 --Fixed

	13
	D
	2010/10/07
	character display issue in GI page to see photo 7~10 --Fixed


Notes, Not finished & Known Issues:


First release. For sample requirement run only basic function test.
Realtek 11n 7 mode Wireless AP Firmware V3.00B01 Oct. 5, 2010
Filename: DAP1360C1_FW300B01.bin
File Size:  1978420 bytes

Date Published: 2010/10/5

Firmware version: 3.00B01
CPU BSP: RTL8196C, Linux version 2.6.30
Realtek Turn-key SDK version: v2.3

Wireless Driver: RTL8192C/RTL8188C driver version 1.3, RTL8192 firmware version: 51.0
ToolChain: rsdk-1.3.6-4181-EB-2.6.30-0.9.30
Runtime Checksum: 0x93A98A93
Abstract:
70. This is the D-link style firmware with 7 mode 11n access point.

71. SoC: RTL8196C

72. The firmware was developed from Realtek 11n turnkey SDK v2.3.

Ready Features:
11. SETUP

A. WIZARD

B. WIRELESS SETUP

C. LAN SETUP

12. ADVANCED

A. PERFORMANCE

B. ACCESS CONTROL

C. WiFi PROCETED SETUP

D. USER LIMIT

13. MAINTENANCE

A. ADMIN

B. SYSTEM

C. FIRMWARE

D. WATCHDOG

E. TIME

F. SCHEDULES

14. STATUS

A. DEVICE INFO

B. LOGS

C. STATISTICS

D. WIRELESS
15. HELP

Modified & Fixed Bugs:

Notes, Not finished & Known Issues:


First release. For sample requirement run only basic function test.
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