DAP2360 Release Note v1.11-r24
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.11r24
	Fix Bug


Date: Sept. 29, 2013

Firmware version:


v1.11r059

Problems Resolved:
1. [Module]: Login name behaves differently from web
DAP2360 Release Note v1.11-r23
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.11r23
	Fix Bug


Date: Sept. 17, 2013

Firmware version:


v1.11r057

Problems Resolved:
2. [Module]: changed the new module icon for application title bar display
DAP2360 Release Note v1.11-r22
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.11r22
	Fix Bug


Date: Sept. 14, 2013

Firmware version:


v1.11r056
Problems Resolved:
3. [Module]: advanced/aparray page add version in module, follow web.

4. [Module]: add function of "Apply New Password ".

5. [Module]: the Pass Phrase should support 8~63 in ASCII or 64 in Hex.

6. [APMIII]: Install APM Module v1.11r21, the APMIII will crash.
DAP2360 Release Note v1.11-r21
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.11r21
	Fix Bug


Date: Sept. 10, 2013

Firmware version:


v1.11r055
Problems Resolved:
1. [Module]: add version in module, keep same as web.

2. [Module]: devices restart, or save and active, lost the device icon.

3. [Module]: in schedule, enable overnight, it didn't take effect.

4. [Module]: enable IPv6, it should pop message. Keep same as web.

5. [Module]: user can not add VLAN item.

6. [APMIII & APMII V3.0]: The event manager can't receive the private trap.

7. [Module]: set AP Mode to WDS, the items of Beacon Interval and DTIM Interval will show gray.
8. [Module]: in LAN, the gateway can set the same as IP address

9. [Module]: In IPv6, the gateway can set the same as IP address.

10. [Module]: save the password, save, the password will show null, change it.

11. [Module]: add the description in authentication.
DAP2360 Release Note v1.11-r20
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.11r20
	Fix Bug


Date: Aug. 28, 2013

Firmware version:


v1.11r053
Problems Resolved:
1. support for D-Link S/W Controller.
2. support for snmp password encrypted transmission. 

3. AP Manager II v3.0 multi configuration upgrade firmware support Minor version number.
DAP2360 Release Note v1.10-r19
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.10r19
	Fix Bug


Date: May. 02, 2013

Firmware version:


v1.10r041

Problems Resolved:
4. Remove support for D-Link S/W Controller
DAP2360 Release Note v1.10-r19
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.10r19
	Fix Bugs


Date: March. 21, 2013

Firmware version:


v1.10r041

Problems Resolved:
1. [DHCP Static Pool Settings]: when add more than 25 entry the platform will to be crash.
2. [Module]: in LAN, please change the DNS set not valid，the warning message not correct.

3. [Module]:advanced—>VLAN—>VLAN List Edit —>WDS Port ,W-8 port set not take effected.
DAP2360 Release Note v1.10-r18
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.10r18
	Fix Bugs


Date: March. 15, 2013

Firmware version:


v1.10r041

Problems Resolved:
4. [APSW Controller+APMII Lite Module]: Fixed bug the Module Version Information is not correct.
5. [APMII Lite]: Can't set the Wireless Mode to "11n only" by the APMII Lite module.
6. [APMII Lite]:After some setting, can't restore the APUT by the module.
DAP2360 Release Note v1.10-r17
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.10r17
	First Release


Date: March. 01, 2013

Firmware version:


v1.10r041
Problems Resolved:
7. Support  APManagerIILite, Version 1.00r0007;

8. Support  D-Link AirPremier Software Controller, Version 1.00r0009.
DAP2360 Release Note v1.10-r16
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.10r16
	Fix Bugs


Support platform version:
v2.16 r0160
Firmware version:


v1.10r040

Problems Resolved:
1
open Maintenance/Administration Settings/Limit Administrator feature, when IPv6 is enabled.
DAP2360 Release Note v1.10-r15
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.10r15
	Fix Bugs


Support platform version:
v2.16 r0160
Firmware version:


v1.10r038

Problems Resolved:
1
Add DNS in LAN page.
Enhancements:
DAP2360 Release Note v1.10-r14
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.10r14
	Fix Bugs


Support platform version:
v2.16 r0160
Firmware version:


v1.10r037
Problems Resolved:
1
Add Language Pack Upgrade function.
Enhancements:
DAP2360 Release Note v1.10-r13
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.10r13
	Fix Bugs


Support platform version:
v2.16 r0160
Firmware version:


v1.10r036

Problems Resolved:
1
Support New Fw v110rc036.
Enhancements:
DAP2360 Release Note v1.00-r12
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.00r12
	Fix Bugs


Support platform version:
v2.15 r0155

Firmware version:


v1.00r013
Problems Resolved:
NO
ID
Subject

1
84
[DHCP Server]: lease time format error.

2
85
[Schedul] when set AP factory default and select the "All Day(s)" we can't add schedule successful。

3
86
[APC+ Performance]: when ap mode is APC,short GI should be enable.

4
87
[WDS with AP & WPA-EAP]:when change apmode to WDS with AP,should set wpa-eap of Multi-ssid to none.
Enhancements:
DAP2360 Release Note v1.00-r11
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.00r11
	Fix Bugs


Support platform version:
v2.15 r0155

Firmware version:


v1.00r010

Problems Resolved:
NO
ID
Subject

1
70
[admin->limit admin IP]:when delete the last limit admin IP rule list,please pop a message.

2
75
[DHCP Server]: domain name status error.

3
78
[WDS]: user don't need input MAC address in the first blank space.
Enhancements:
DAP2360 Release Note v1.00-r10
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.00r10
	Fix Bugs


Support platform version:
v2.15 r0155

Firmware version:


v1.00r010

Problems Resolved:
NO
ID
Subject

1
68
[Multi-ssid & Vlan]:enable multi-ssid and vlan,station can't scan multi-ssid.

2
70
[admin->limit admin IP]:when delete the last limit admin IP rule list,please pop a message.

3
71
[home]: default status,ssid1-7's mac show error.

4
72
[vlan]:port list show incorrectly.

Enhancements:
DAP2360 Release Note v1.00-r09
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.00r09
	Fix Bugs


Support platform version:
v2.15 r0155

Firmware version:


v1.00r010

Problems Resolved:
NO
ID
Subject

1
16
[Multiconfig]:if several ssid used the same key index,their key type,type size and key value should be the same.

2
51
[intrusion]:AP List band show error,dap2360 don't support A band.

3
60
[Vlan]:please add port s4-s7,w5-w8.

4
63
[Vlan->port list]; lost information of primary port.

5
68
[Multi-ssid & Vlan]:enable multi-ssid and vlan,station can't scan multi-ssid.

6
70
[admin->limit admin IP]:when delete the last limit admin IP rule list,please pop a message.

7
71
[home]: default status,ssid1-7's mac show error.

8
72
[vlan]:port list show incorrectly.

9
74
[filter->wlan partition]: please add multi-ssid4 ---- multi-ssid7.

10
75
[DHCP Server]: domain name status error.

11
76
Filter: del all the mac address in list, the access control should be disable.

12
77
[VLAN]:adding 18 vlan rules,then edit one of them, it will pop a wrong warning when click "add" button.

13
78
[WDS]: user don't need input MAC address in the first blank space.
Enhancements:
DAP2360 Release Note v1.00-r08
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.00r08
	Fix Bugs


Support platform version:
v2.15 r0155

Firmware version:


v1.00r008

Problems Resolved:
NO
ID
Subject

1
44
[WDS+APC]:Add site list to remote AP box error.

2
45
[help]:please change WAP2360 to DAP2360,and change version to v1.00r07.

3
49
[Template-wireless] We open the device in config comparison “Fragmentation” and "RTS Threshold" are not be display.

4
50
[Template-Multi] We can't upload the ssid successful form ssid4 to ssid7 in the template

5
51
[intrusion]:AP List band show error,dap2360 don't support A band.

6
56
[APMII-Schedule] The Index must contain ssid from ssid1 to ssid7

7
57
[APC+Channel width]:when AP mode is APC,channel width should be auto 20/40Mhz.

8
58
[APC]:scan operation will cause confirm passphrase became to null.

9
60
[Vlan]:please add port s4-s7,w5-w8.

10
62
[Multi-ssid]:the last character of SSID can't be blank,please limit it.

11
64
[VLAN]:when input an invalid value for PVID,just popping a message window is ok,pleaseremove the save window.

12
66
[Vlan]: when add more than 18 vlan list,there need a message.

13
67
[log setting]:set user name for Email fail,web can't get the value.

14
69
[admin->limit admin IP]:about add the same IP ranges.

15
70
[admin->limit admin IP]:when delete the last limit admin IP rule list,please pop a message.
Enhancements:
DAP2360 Release Note v1.00-r07
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.00r07
	New Function


Support platform version:
v2.15 r0155

Firmware version:


v1.00r008

Problems Resolved:
Enhancements:
support 8MSSID+8WDS
DAP2360 Release Note v1.00-r06
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.00r06
	Fix Bugs


Support platform version:
v2.15 r0155

Firmware version:


v1.00r005

Problems Resolved:
NO
ID
Subject

1
20
[Log->Log Setting]: Email Notification.

2
33
[DHCP Server]:DHCP server can send AP'S own IP address.
Enhancements:
DAP2360 Release Note v1.00-r05
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.00r05
	Fix Bugs


Support platform version:
v2.15 r0155

Firmware version:


v1.00r005

Problems Resolved:
NO
ID
Subject

1
20
[Log->Log Setting]: Email Notification.

2
30
[config comparison]:when multi-ssid's cipher type is "Auto",it show as "disable" on platform.

3
33
[DHCP Server]:DHCP server can send AP'S own IP address.
Enhancements: 
DAP2360 Release Note v1.00-r04
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.00r04
	Fix Bugs


Support platform version:
v2.15 r0155

Firmware version:


v1.00r004
Problems Resolved:
NO
ID
Subject

1
1
[Monitor]:sart a monitor,its data always show as 0 bytes/sec,can't get its correct value.

2
7
[AP ARRAY]:AP array's default status is disable. 
3
14
[module]: icon error.

4
20
[Log->Log Setting]: Email Notification.

5
30
[config comparison]:when multi-ssid's cipher type is "Auto",it show as "disable" on platform.

6
38
[System]: sometimes,set fac device fail.

7
39
[DHCP Server: dynamic pool]: when assign *.*.*.255,message error.

8
40
[Multi-ssid+wpa-psk]:change cipher type will cause passphrase became to *.

9
41
[Multi-ssid + Open]:change key index,then key value show null.

10
42
[wireless]: suggest to limit the length of confirm passphrase to 63.
Enhancements: 
DAP2360 Release Note v1.00-r03
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.00r03
	Fix Bugs


Support platform version:
v2.15 r0155

Firmware version:


v1.00r002

Problems Resolved:
NO
ID
Subject

1
3
[AP array]:scan button can't be used before save and active.

2
4
[AP Array]:can't set array password to blank.

3
7
[AP ARRAY]:AP array's default status is disable.

4
9
[APC+WLAN Partition]: when AP mode is APC,Ehernet to wlan access and Internal station connection of primary should be enable.

5
10
[WDS+Multicast rate]:when ap mode is wds,Multicast rate should be disable and gray.

6
14
[module]: icon error.

7
15
[WEP]:when key value is changed,there should pop a message.

8
16
[Multiconfig]:if several ssid used the same key index,their key type,type size and key value should be the same.

9
17
[vlan]:port list doesn't update in real time,it need to save and active.

10
19
[stats]:refresh wlan traffic statistics fail in module.

11
20
[Log->Log Setting]: Email Notification.

12
26
[AP array&device infor]: suggestion about showing of ap array.

13
27
[AP Array]:please remove syn parameters "band".

14
28
[wireless]:radius secretr can't be empty.

15
29
IP address field: the fouth field can't be 255.

16
30
[config comparison]:when multi-ssid's cipher type is "Auto",it show as "disable" on platform.

17
32
[Date and time]:please remove function "Daylight saving offset "

18
34
[FW and SSL]: Correct SSL file should be ".pem" for DAP2360.

19
35
[AP Array]:please remove syn parameters "ping control setting".

20
36
[performance]:when wireless mode is 11n only,multicast rate should only show 11n's value.

21
37
[Emali notification]: @ can't be the last character.
22  23  [multi-ssid]:when ap mode is wds or APC,enable multi-ssid,wpa-psk authentication lost Periodical Key Change
23  8   [filter]:when add the exist mac address,there need pop a warning message.

Enhancements: 
DAP2360 Release Note v1.00-r02
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.00r02
	Fix Bugs


Support platform version:
v2.15 r0155

Firmware version:


v1.00r001
Problems Resolved:

1
[Group->Set IP]:set IP for device,message show error,but actually it's ok.

2
[multi-ssid]:when authenticaon is wpa-eap or 802.1x,multi-ssid page exilt blank.

3
[WDS+Multicast rate]:when ap mode is wds,Multicast rate should be disable and gray.

4
[arp spoofing prevention]:if click the blank place of gateway address list,add button will turn to gray.

5
[FW and SSL]:everytime,when skip to this page,please clear its old data of input field.

6
[lan+DHCP server]:about IP valid check.

7
[WEP]:when key value is changed,there should pop a message.

8
[Multiconfig]:if several ssid used the same key index,their key type,type size and key value should be the same.

9
[Log->Log Setting]: Email Notification.

10
[wireless]:message error,please modify “DAP2553” to “DAP2360”.

11
[intrusion]:when no entry is selected,please add a message to warn user.

12
[admin]:the system name field can't be blank.

13
[admin]:login name can't be null.

14
[AP array&device infor]: suggestion about showing of ap array.

15  [multi-ssid]:when ap mode is wds or APC,enable multi-ssid,wpa-psk authentication lost Periodical Key Change.
Enhancements: 
[Multiconfig]:if several ssid used the same key index,their key type,type size and key value should be the same.
DAP2360 Release Note v1.00-r01
	Module Name
	Version Number
	Description

	DAP-2360AP
	v1.00r01
	New Release


Support platform version:
v2.15 r0155

Firmware version:


v1.00beta01
Problems Resolved:

Enhancements: 
