DAP-2690 Release Note v3.00- r01
	Module Name
	Version Number
	Description

	DAP-2690
	V3.00r01
	First Release


FirmWare:v300rc013
Date: Dec. 27, 2012

Problems Resolved: 

1. Support APII Lite. and D-Link AirPremier Software Controller.
DAP-2690 Release Note v3.00- r02
	Module Name
	Version Number
	Description

	DAP-2690
	V3.00r02
	Fix bug


FirmWare:v300rc013
Date: Jan. 17, 2013
Problems Resolved: 

1. Not install plat,install the module has some issue.
2. In APMIII Lite, can't set to 2013 year in the "Date and Time"page
DAP-2690 Release Note v3.00- r03
	Module Name
	Version Number
	Description

	DAP-2690
	V3.00r03
	Fix bug


FirmWare:v300rc013
Date: Jan. 19, 2013
Problems Resolved: 

1. Fix bug about template apply bug.
DAP-2690 Release Note v3.00- r04
	Module Name
	Version Number
	Description

	DAP-2690
	V3.00r04
	Fix bug


FirmWare:v300rc013
Date: Feb. 02, 2013
Problems Resolved: 

1. Fix bug about install error.
DAP-2690 Release Note v3.00- r05
	Module Name
	Version Number
	Description

	DAP-2690
	V3.00r05
	Fix bug


FirmWare:v300rc013
Date: Feb. 05, 2013
Problems Resolved: 

1. Fix bug about crash in some page.
DAP-2690 Release Note v3.00- r06
	Module Name
	Version Number
	Description

	DAP-2690
	V3.00r06
	Fix bug


FirmWare:v300rc013
Date: Apr. 27, 2013
Problems Resolved: 

1. Remove support for S/W Controller
DAP-2690 Release Note v3.00- r07
	Module Name
	Version Number
	Description

	DAP-2690
	V3.00r07
	Fix bug


FirmWare:v300rc013
Date: Aug. 10, 2013
Problems Resolved: 

2. Add support for S/W Controller
DAP-2690 Release Note v3.00- r08
	Module Name
	Version Number
	Description

	DAP-2690
	V3.00r08
	Fix bug


FirmWare:v300rc013
Date: Aug. 17, 2013
Problems Resolved: 

1. Fix bugs to support  S/W Controller
DAP-2690 Release Note v3.00- r09
	Module Name
	Version Number
	Description

	DAP-2690
	V3.00r09
	Fix bug


FirmWare:v300rc013
Date: Aug. 27, 2013
Problems Resolved: 

1. Remove support for S/W Controller
DAP-2690 Release Note v3.00- r10
	Module Name
	Version Number
	Description

	DAP-2690
	V3.00r10
	Fix bug


FirmWare:v300rc013
Date: Aug. 30, 2013
Problems Resolved: 

1. Add Set factory API.
DAP-2690 Release Note v3.00- r11
	Module Name
	Version Number
	Description

	DAP-2690
	V3.00r11
	Fix bug


FirmWare:v300rc013
Date: Apr. 31, 2013
Problems Resolved: 

1. Fix bug when get baic config info timeout by snmp will crash server.
DAP-2690 Release Note v3.00- r12
	Module Name
	Version Number
	Description

	DAP-2690
	V3.00r12
	Fix bug


FirmWare:v300rc027
Date: Sep. 03, 2013
Problems Resolved: 

1. Fix bug when get baic config info timeout by snmp will crash server.

DAP-2690 Release Note v3.01- r13
	Module Name
	Version Number
	Description

	DAP-2690
	V3.01r13
	Fix bug


FirmWare:v301rc033
Date: Oct. 17, 2013
Problems Resolved: 

1. Support new FWv3.01.
DAP-2690 Release Note v3.01- r14
	Module Name
	Version Number
	Description

	DAP-2690
	V3.01r14
	Fix bug


FirmWare:v301rc037
Date: Nov. 17, 2013
Problems Resolved: 

1. [Module]: IPv6 can't work.

2. [Module]:when NAP enable, Internal of radius server mode should be gray.

3. [APM Module-Time and Date]Pls change Data to Date.
4. [APM module-Channel width]When the authentication is WPA-PSK-TKIP or Open-enable,it can choose 40MHz.
5. [Module]: options of Multicast Rate is inconsistent in Performance page.

6. [APM Module-Channel Width]Set wireless mode 2.4G bg and 5G a only,the channel width only 20MHz.
7. [APM Module-Maximum Multicast Bandwidth]set Maximum Multicast Bandwidth value fail.
8. add Overnight in Schedule.

9. add the item "Enable RADIUS Server"
10. Administrator Settings page can't get correct values.

DAP-2690 Release Note v3.01- r15
	Module Name
	Version Number
	Description

	DAP-2690
	V3.01r15
	Fix bug


FirmWare:v301rc039
Date: Nov. 22, 2013
Problems Resolved: 

1. [Module]:when NAP enable, Internal of radius server mode should be gray.

2. [Module]: Pls add the item "Enable RADIUS Server".

3. [All Module]time zones for Russia and other countries need increased at one hour.
4. [All module-Multicast Bandwidth Control]when set Wireless client mode,Multicast Bandwidth Control should be gray.
5. [all module-Channel Analyze]The Channel Analyze can't work both 2.4G and 5G band..

6. [APM Module-Channel Width]Set wireless mode 2.4G bg and 5G a only,the channel width only 20MHz.
7. [all module-Limit administrator IP]Two bugs for Limit administrator IP.
8. [All Module]: set authentication to WEP, key size set to 128 bits, save it, the key size will show 64 bits..

9. [All Module]: WPA-PSK+64 HEX, save and active twice, it will change the authenction to none.

10. [Module]should Support for multiple saved.
DAP-2690 Release Note v3.01- r16
	Module Name
	Version Number
	Description

	DAP-2690
	V3.01r16
	Fix bug


FirmWare:v301rc039
Date: Nov. 28, 2013
Problems Resolved: 
1. [Module]: Pls add the item "Enable RADIUS Server".

2. [All Module]time zones for Russia and other countries need increased at one hour.
3. [Module]: Schedule have some bug.

4. [APM Module]: in MultiConfiguration / Task Schedule, use the function of MultiConfig and Attachment "allmulti.mtpl",2.4g primary and 2.4g mullti-ssid1 are abnormal.

5. [Module]: Some parameter of 5G Preferred get error values in Performance page
DAP-2690 Release Note v3.01- r17
	Module Name
	Version Number
	Description

	DAP-2690
	V3.01r17
	Fix bug


FirmWare:v301rc044
Date: Dec. 04, 2013
Problems Resolved: 
1. [Module]: Pls add the item "Enable RADIUS Server".

2. [APM Module]: in MultiConfiguration / Task Schedule, use the function of MultiConfig and Attachment "allmulti.mtpl",2.4g primary and 2.4g mullti-ssid1 are abnormal.

3. [Module]:Some parameter of 5G Preferred get error values in Performance page
