Konfiguration der DFL-200
zur Nutzung von
DHCP-Relay



Netzwerkplan:

LAN
DHCP-IP-Range: 192.168.1.0/24

192.188.111.0/24

|
192,168.1.024

Switch

DHCP Server
IP: 192.168,111.254/24
DHCP Range: 192168110 - 182.168.1.253

DFL-200
DHCP-Relay

WWAN: 192.168,111.1/24
LAN: 192.168.1,1/24

PC3/ DHCP Client

- /

Der DHCP Server soll mit Hilfe der DFL-200 DHCP Regts der PC’s im LAN Subnetz
beantworten. Hierbei ist zu beachten, dass dasel@abnet des DHCP Servers
(192.168.111.0/24) nicht identisch mit der vom DH&#ver zu vergebende Range
(192.168.1.10-192.168.1.253).

Datenfluss:

PC sendet DHCP Requests

Die DFL empfangt die DHPC Request

Die DFL stellt einen DHCP Requests an den DHCP&erv
Der DHCP Server beantwortet die Anfrage der DFL

Die DFL gibt die Antwort an den PC weiter.
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Konfiguration der Interfaces in der DFL-200:

WAN Interface:

D-Link DFL- 200 - Interface Setlings - Microsoft Internet Explorer ﬂ o Iﬂgi(j
Datel  Bearbeiten Ansicht Favoriten Extras 7 | g
Qs O 12 @ G Dom e @0 & - LB
Advesse [ htos://122, 168, 1, 1/adminnterfacetshon=Vian ] B Wedhedn ‘”” il

]

ba g Firewall Servers Tools Status Help

Interface Seltings

Administration Edit settings of the WAN interface:

Change Wi Type: IEtat\c IP =] Apply Change:

Static WAN interface configuration iz most commanly uzed in dedicated-ling internet connections.
Your ISP usually provides this information to you,

IP Addess: [TE21681111
Subnet Mask: | 255.256.256.0. - 256 hosts [/24) =]
Gateway IF: m
Primary DMS Server. l—
Secondary DMS Server. [— [optional]

[

Interfaces

[~ Manual MAC Address - change the hardware address of the interface

Some Intemet service providers [15Ps) bind their service to a specific MAC address. In these cases you will
have to change the MAC address of the firewall WaMN interface. Input the address of the computer or
nebwork, equipment that the service cunently is bound 1o,

“wiaming! Do not change the haidware addiess unless the ISP requires it.

macaddess [ [

[~ Manual Interface MTU Configuration - maximumn size of packets sent via this interface

Normally, you do not need to change the MTU settings. By default, the interface uses the masimum size
that the physical media supparts. j

T [E [ intemet

te.. B CWIDOWSEysten32... | Y dicprelayrap pane |




LAN Interface:

/2§ D-Link DFL-200 - Interface Setlings - Microsoft Internet Explorer =11 Iﬂf;gj
Datel  Bearbeiteh Ansicht Favoriten Extias | &

Qs - O+ 1x] &) (o] Do Jorown @[3 5 -

Adresse I@ https:ff192, 168, 1, 1/admin/interface?show=LAN

D-Link

Building Networks for People

DFL-200
Network Security Firewall

Gl Firewall Servers Tools  Status Help

Interface Settings

Administration Edit settings of the LAM intsrface:

IF Address: |182.188 1.1

Subnet Mask: [295.255.265.0 - 256 hosts [/24) =]

Routing a @ o

Apply Cancel Help

I

Interfaces i

il

Logging
Auvailable interfaces
LAN [Edit]
Time WaN [Static] [Edit]
DMZ [Edit]
-]

el [ TS [ nteret
7 || @] D-Link DrL-200 - Inte.. B CWIDOWSkystema. . [ | | Q%ﬂ 10115




Konfiguration von DHCP Relay in der DFL-200

2} D-Link DFL-200 - DHCP Server | Relaying Settings - Microsoft Internet Explorer &] _1#x]
Datel  Bearbeiteh Ansicht Favoriten Extras 7 | &

amuck - @ 5 E @ |fh|p5uchew “zl‘(‘Famﬁhan ‘E}‘ [,/’:3' *lla |S‘_}]v__J ﬂ

Adresse [ htosi//122.168. 1, 1/acmin/chepserveredit=LaN BT

System Firewall -7 (88 Tools Status Help -

DHCP Server 7 Relaying Settings

DHEP server / relaying settings for LAN interface:

" Mo DHCP processing

The: unit will ignore DHCP requests heard on this interface.

€ Use built-in DHCP Server:

IP Span:

DMS Servers: I—
I— [optional]
¥ Use urit's own DNS relaver addiesses
WINS Servers: I— {optionall
I— [optional]

WINS sereers are used for nams resolution in windows netwarks

Domain name: I [optional]
Lease time: |1hour ~I

The gateway wil be set to the |P address of the receiving interface.

w Relay DHCP requests to other DHCP server:
Server [P |1521EE'\11 254

" Relay DHCP requests to other interface with DHCP server:

Intertace: I =

2 O O -l
[EiFerts [ TS e nteret
»t{sxmt] |G @& ” [£1p-tnkDri-200-pic.. BN CHWNOOUSEstenss... |




Als DHCP Server wurde ,HaneWIN DHCP Server*“.

2" haneWIN DHCP Server ] 1 ;L_E_I_Iﬁl
Datei  Optionen  Ansicht  Hilfe

Ausgegebene IP-Adressen: 1244

HardwareadressefId | Profi | 1P-aidresse | Zugeteilt bis | |

P00 9f 8e: 9588 192168, 1,10

10,04, 2008 190634

__ statisch [ dynamisch

Bereit auf Part: 67

k

Basiskonfig. I"D.Nsr | MetBios | Zeit | Boot l'w'ejtﬁ_fe.s.l
Filr:
l[Fielay IP Adresse =] 19216811

ﬁyﬂﬁsche IF &diessen-

o [192.168.1.10
s |192.168.1.253

Zuteilungzzeitiaum ) |3snnn [T unbegrenzt

Subnetz-taske: | 255.255.255.0

Gateway Adiesse: |192.168.1.1

Backup Gateway 1 |

Backup Gateway 2 |

ok | abbrechen | Obemehmen|




