Multiple PVC
Exristing Entry 1

\Index |Item Name Interface ¥PI|¥CI Encapsulation

[1 12F1 \ppp_device |0 |35 |PPPoA WC mux
Selectindex to set |1 v| [ adify J [ Delete ] [Clear]
Item Name |ISF'1 |
V(I 35
Encapsulation FPFoA YC mux V|

Login User Name |GIEF'3,wa@nenstrada.pl |

Login Password |unuu |

Confirm Password |esssssss |

Authentication pap ¥

Connect On Demand| enabled

ldle Time 0

IP Control Get IP From ISP »

Static IP 0 o o RE |

PPP Information
IP Address |33.27.256.123 |

Gateway [213.252.37 |

Ethernet IP Address

MAC Address 00:0d:28:61:a=:17

IP Address (192 | [168 | .|O RE |

Subnet Mask |2552552550 (24) %)




Proxy DNS
Proxy DNS

Get DNS IP automatically

Primary DNS Server IP |19 | [ooa | Jie2 | a1 |
Secondary DNS Server IP 217 | |52 | |53 | 164 |

DHCP Configuration on LAN

StartIP Address 192 | [188 | [0 RE

End IP Address 192 | 188 |0 RET
Netmask | 255.255.255.0 (/24)

Default Gateway (192 | [168 |, |0 |1 |
Leased Time haur

PrimaryDNS 192 | [188 |0 |.[1 |
Secondary DNS |0 |.|o |.|o |.|o |
Primary WINS |0 | |o | |o ||o |
Secondary WINS |0 |.|o |.|o |.|o |

Doemain Name |




NAT Configuration
NAT Function

DMZ State disabled

DMZ IP Address |0 RE RE RE |

Interface

Multiple NAT
Multiple NAT State

Existing Entry ]

Yalid Entry 0 Apply
| LAN | WaN

Index |State Item Name Start IP Range Start IP [Range DMZ

Select index to set | Mot selected V| Modify | | Delete

Item Name |

State enabled %

LAN
Start IP 0 | |o | |o | |o |
Range

WAN
Start IP 0 | |o | |o | |o |
Range 1

(1] |1 I enabled



NAT ALGs

1 H.323
] IPsec
0 PPTP
] 1C0 {audio)

1 SIP {video/audio/white hoard/remote control)

IP Masquerade Timer

UDP |1 minute

Port Redirection
Port Redirection State

Existing Entry ]
¥alid Entry 0 Apply

The entries in gray color are rapped by UPRP.
Internet Local

Index [State |Protocol |Start Port End Port|Local IP Address

Select index to set| Mot selected V|
State enabled
Protocol TCP
Internet Well-known port V|
Start Port 0
End Port I:I
Local IP Address |0 |.|o |.|o |.|o |




Default Route

Set default route to | [SP1 v

Static Route Configuration

Existing Entry 0

¥alid Entry n

Index [State [Item Mame [IP Address/Subnet Mask Gateway |Interface Metric

Select index to set| Mot selected V|

ltem Name |

State enabled w

IP Address 0 |0 |0 | |o |
Subnet Mask 205250 256 205 (I3 +

Gateway ] {0 {0 | ) |EI |
Interface ethernet »

Interface

Metric ICI



Advanced Filtering & Firewall

Existing Entry 0O IP Filter State disahled
¥alid Entry 0 If not matched Apply

| Source | Destination

IP Addressjf |Start End IP Address; Start
Subnet Mask |Port |Port Subnet Mask Port

Select index to set Mot selected (s Modify || Delete

Item Name |

Pass or
Block

End
Port

Index State Item Mame Interface Protocol

State enabled
Pass or Block

Interface

Protocol

Direction

Source
IP Address 0 | |o | |o | |o |
Subnet Mask 0.0.0.0 (D) v/

Start Port I:l
b ]

End Port

Destination
IP Addiess 0 | |o | |o | |o \
Subnet Mask 0.0.0.0 () v/

RIP
Existing Entry 2

[Index [Interface Send |Accept
|1 |ethernet |N|:|ne |N|:|ne
[z 1sP1 Mone Mone

Interface

Send

Accept




Date / Time

NTP State |Set device time with local PC time V|

NTP Server IP 210 |.]s3 | [1s7 |, lao |

Timezone GhT+HIE:00

System time of the modem

Date o |yoz |spemm |
Time |1E | : |35 | :

UPnP Configuration



Wireless Configuration

SSID IMATRIX
Channel Ho.

Trans Rate Auto

Turbo ®on OOff
TxPower

WEP

WEP State

WEP Key Format

“Hex String

Access Control

State

RAAM Adidemmn




Trans Rate Auto

Turbo ®on O off
TxPower

WEP

WEP State Disabled

WEP Key Format

“ Hex String

Access Control

State

MAC Address

00-0d-55-ea-4b-00 »

00-0d-88-e3-4h-00
00-0d-85-ea-50-52

|Add| | Delete |

00-0d-88-a5-80-02
00-0d-88-aa-7f-ec

00-0c-7B-3a-dd-75
00-0d-88-ea-57-d7

Update Firmware

Current Firmware Version R2.21.002.11.b3t40europe

ADSL driver Version

Update Firmware

Firmware

Annes_AT.79.4.7)

|[ Przegladaj.. |




Remote Administration Access

Remote Administration Access & ves (O Mo

HTTP Access Port

Event Log
Event Log State

[ Update ] [Clear] [Saue]

Diagnose

Please select which item to test.

ADSL Line Pass
PPP Test Pass
ISP Connection Test Pass
DNS Test Fail



Summary

Multiple PVC
Index |Item Name |Interface |¥PI |¥CI |Encapsulation
1 15P1 |ppp_device o |35 |PPPoA WC mux

IP Address Configuration |IP Address 192.168.0.1

'Subnet Mask 255,255,255,0

|
|
|MﬂC Address | oo0:0d:.28:61:ae:17
Proxy DNS | disabled
|Get DNS IP automatically | disabled
IDNS Server IP | 194.204.152.34
|DHCF‘ Configuration | disabled
\UPnP State | disabled
|NAT Configuration | enabled
\DMZ State | disabled
IP Filter State | disahled
|Date { Time | disabled
|Event Lag | disabled
|Renmte Administration Access | enabled
Wireless Configuration |WEP State | Cisabled
|Accem Control | Granted

DHCP Allocation Table

|Imlex |MAC Address | IP Address |C0m|1uter Name |Leased Time ‘

Port Redirection Summary

The entries in gray color are mapped by UPRP,

| Internet | Local

Protocol |Start Port |En{| Port |Loca| IP Address

Index

Runtime Routing Table

|In{|ex | ltem Name | Subnet | Gateway |Interface |Metric
| 1 | ethernet |192.168.0.0/24| 0.0.0.0 | ethernst| 1
| 2 |ppp_device |§3.27.255.0/24 | 0000 | ISPL | 1
| 3 | ppp_route | 0.000/0 (21325237 ISPL | 1




Advanced Filtering & Firewall Summary

| Source | Destination
Pass or IP Addressf Start  End | IP Address/ Start End
Index |Item Mame | Block |Interface Protocol SubnetMask | Port |Port |Subnet Mask | Port [Port
Line Condition
[] Auto Refresh
Protocol |ADSL State | Showtime
|Data Path | Fast
|ﬂ|:-eration Made | G.0MT
| | Downstream | Upstream
Line Status |ﬂDSL Link Speed | 640 kbps | 160 kbps
'SNR | 3e0de | 135de
\ATEN | 39 de | 14 dB
Line E FEC 0 0
e Erot ADSL layer | | |
\CRC | 73 | 4
\ATM layer |HEC | 1 | 0
|Frame Counter | 431918 | 434767

Loop Distance:

Shout &

Clear
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