
CWM Management how to manage DAP via CWM 

[Topology] 

CWM ---DAP 

           --- PC 

CWM FW: .1.03 r0098 

DAP-2660 FW: v.1.15rc098 

DAP-2660 module: CWM_DAP2660 v1.15-R44-CWMv1.03r0098-FWv115rc093  

[Introduction] 

Here I have an introduction for how to use CWM to manage a DAP. 

[Step] 

1. Download the CWM with the corresponded DAP’s Firmware and CWM module. 

      PS: The CWM and module can be downloaded on our FTP-Server ftp://ftp.dlink.de/software/cwm-
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  2. Install the CWM in PC and then install the DAP’s CWM module. 

      2-1, Start the CWM service and make sure the DAP’s module is listed as below. 

 

   



3. Create “Site” and “Network” in “Config > Site” 

 

 

4. Create the setting setup SSIDs, and then “Uploading the config”. 

 

5. Export the profile file from “Site” and download the AP utility.

  

 



6. Using the AP Utility to scan the AP by “discovery” and upload the profile file by “set groupinfo” 

 
      6-1, Before uploading the profile file, you need to login to the AP’s webUI and enable the central 

WiFiManger, 

                 

 7. Check the CWM and see the managed AP’s info 

 

End of the document 


