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CWM-100 Station Isolation/ Wireless Partition 

Options, Enable, Disable and Guest mode are belong to the function "Internet 

Station Connection" in the "wireless partition" page. 

Therefore, it will be easy to understand the as DAP enable/disable/guest mode for "internet 

station connection"  

 

     * Enable: Select this option to allow communication between wireless clients connected to 

the same SSID and between wireless clients connected to different SSIDs configured on this 

access point. 

 

     * Disable: Select this option to disallow communication between wireless clients 

connected to the same SSID, but to allow communication between wireless clients connected 

to different SSIDs configured on this access point. 

 

     * Guest: Select this option to disallow communication between wireless clients connected 

to the same SSID and between wireless clients connected to different SSIDs configured on the 

access point 

 

FAQ: 

 

- Disable means a client can communicate with any other client from any SSID? 

-> Negative, Disable means all STA (client) cannot communicate with the same SSID, but 

able to communicate with the STA (client) who connects with different SSID on this AP. 

- Enable means a client can communicate with any other client from the same SSID, but not 

with any client from other SSID's? 

-> Negative, Enable means all STA (clients) can be communicated with each other who 

connected on this AP. 

- Guest means a client can't communicate with any other other client from any other SSID? 

-> Positive, in guest mode, all STA (clients) cannot be communicated with each other no 

matter the same SSID or different SSID on this AP. 

 


